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■ ORDERING INFORMATION

   FTR-F3 A A 012  E    –HA
[Example]

  (a) (b) (c) (d)  (e)    (f )

■ FEATURES

● HIGH DENSITY MOUNTING
Saves Space by 20% Compared to JV type.

● HIGH ISOLATION
Insulation Distance: Minimum 6mm between coil and
contact (conforms to IEC 65)
Dielectric Strength:  4KV
Surge Strength: 10KV

● HIGH COIL SENSITIVITY
Nominal coil power consumption of 200mW

● HIGH FLAMMABILITY RESISTANCE
Flammability grade of 94V-0, UL Class B (130˚C)

● CADMIUM FREE CONTACT FOR ECO-PROGRAM
● SAFETY STANDARDS

UL, CSA, VDE approved, SEMKO pending
● Plastic sealed relay

FTR-F3 SERIES

FUJITSU TAKAMISAWA
COMPONENT CATALOG

POWER RELAY

1 POLE 3A SLIM TYPE RELAY

Remarks: Actual marking on relay would not carry code FTR and be as below:

Ordering code Actual marking
FTR-F3AA012E          → F3AA012E

148

)a( emaNseireS 3F-RTF

)b( tnemegnarrAtcatnoC AmroF:A

)c( epyTlioC )Wm002(dradnatS:A

)d( egatloVlanimoNlioC
CD21:210CD5:500
CD81:810CD6:600
CD42:420CD9:900

)e( lairetaMtcatnoC yollarevliS:E

)f( noitangiseDmotsuC
A3:liN
A5:AH
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FTR-F3 SERIES

■  SPECIFICATIONS

*1 Minimum switching loads mentioned above are reference values. Please perform the confirmation test with the actual
load before production since reference values may vary according to switching frequencies, environmental conditions
and expected reliability levels.

■ SAFETY STANDARD AND FILE NUMBERS
UL508 (File No. E63614)
C22.2 No. 14 (File No. LR40304)
VDE  0435 (License # 6856 UG)
Please note that UL/CSA ratings may differ from the standard ratings.
Please request when the approval markings are required on the cover and/or relay recognized by SEV is required.
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FTR-F3 SERIES

■ COIL DATA CHART

Note: All values in the table are measured at 20°C.

■ CHARACTERISTIC DATA
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FTR-F3 SERIES

■ REFERENCE DATA
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■ DIMENSIONS

● Dimensions ● Schematics
  (BOTTOM VIEW)

● PC board mounting
   hole layout
  (BOTTOM VIEW)
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FTR-F3 SERIES

Japan
Fujitsu Takamisawa Component Limited
Global Marketing and Sales
Gotanda-Chuo Building
3-5, Higashigotanda 2-chome, Shinagawa-ku
Tokyo 141, Japan
Tel: (81-3) 5449-7010
Fax: (81-3) 5449-2626

North and South America
Fujitsu Takamisawa America, Inc.
250 E. Caribbean Drive
Sunnyvale, CA  94089  U.S.A.
Tel: (1-408) 745-4900
Fax: (1-408) 745-4970

Europe
Fujitsu Takamisawa Europe B.V.
Diamantlaan 25
2132 WV Hoofddorp
Netherlands
Tel: (31-23) 5560910
Fax: (31-23) 5560950

Asia Pacific
Fujitsu Takamisawa Asia Pacific Pte. Ltd.
102E Pasir Panjang Road
#04-01 Citilink Warehouse Complex
Singapore  118529
Tel: (65) 375-8560
Fax: (65) 273-3021

Fujitsu Takamisawa
International
Headquarter
Offices

www.fujitsu.takamisawa.com


