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AS3911 

13.56 MHz Universal RFID Reader 

Electrical Specification 
1) Frequency.......................................... 13.56MHz 

2) Support card type............................... ISO14443A/B, ISO15693, Felica, NFCIP, NCF type2, Mifare, Mifare classic 

3) Input voltage....................................... 5Vdc 

4) Input/Output voltage level................... 3.3V 

5) UART speed....................................... 115,200 bps 

Physical Specification 

1) Dimension........................................... 60mm x 93mm x 6mm 

2) Weight................................................. 20 grams 

 

Component side 

 

Antenna side 
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Hardware  

1)  Block diagram 

 

2) EMC and Power supply concept 
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3) Digital section (micro controller) 

 

Programming header P1 

 

3.1) Pin 1 of programmer tool     

Pin signal 

 1 Vpp / MCLR 

2 Vdd Target 

3 Vss Ground 

4 PGD (ICSPDAT) 

5 PGC(ICDPCLK) 

6 PGM(LVP) 

7 TX 

8 RX 



 

 

3.2)Pin 2 SPI interface of AS3911

4  Analog section  

Following is the schematic of the analog section incl. AS3911 and its external 

 

 

 

 

 

AS3911 

 

Following is the schematic of the analog section incl. AS3911 and its external 

4

Following is the schematic of the analog section incl. AS3911 and its external components.

 


