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บางกอกทรานสเทค็  เป็นกิจการของคนไทย 100%   ก่อตั้งขึ้นเมื่อปี
พ.ศ. 2536 เพื่อทำการผลิตหม้อแปลงไฟฟ้าขนาดเล็กตั้งแต่ 0.5
-2000VA โดยมีนโยบายเน้นการผลิตหม้อแปลงไฟคุณภาพในราคา
ที่เหมาะสม  บางกอกทรานสเท็คจะทำการคัดเลือกเฉพาะวัสดุที ่
มีมาตรฐานสูง และมีความปลอดภัยต่อการใช้งานเท่านั้นในการผลิต
หม้อแปลงไฟ  รวมทั้งการทดสอบหม้อแปลงไฟทุกๆหน่วยก่อนส่ง
ออกสู ่ตลาด  ซึ ่งถ ือเป็นหน้าที ่ของผู ้ผล ิตที ่ต ้องปฎิบ ัต ิอย่าง
เคร่งครัด   จึงทำให้หม้อแปลงไฟทุกหน่วยที ่ผลิตได้มาตรฐาน
มีความปลอดภัยสูงและมีความคงทนต่อการใช้งานอันยาวนาน
ปัจจุบัน  หม้อแปลงไฟคุณภาพของบางกอกทรานสเท็คได้ร ับ
การตอบสนองเป็นอย่างดีจากวงการอุตสาหกรรมชั้นนำทั้งที่ผลิต
สินค้าเพื่อป้อนตลาดในประเทศ  และเพื่อการส่งออกอย่างต่อเนื่อง

Bangkok Transtek is a 100% Thai-owned company established
in 1993 to manufacture small transformers from as small as
0.5VA up to about 2000VA.
Our policy has always been to use exclusively material of high-
est grades meeting all safety requirements but consistent with
moderate pricing.   Each Bangkok Transtek transformer is in-
dividually tested to ensure a prolonged operating lifetime and
fully accepted in both local and export markets.
One of our specialties are the PCB-mounting series of which
there are some variants.   These are characterised by having
a highly flexible output that can be configured in a variety of
ways.   Some allowing as many as 45 ways of connecting the
output.   In this way only a handful of types can cover a vast
range of requirements.
หม้อแปลงไฟแบบขาเสียบปริ ๊นของบางกอกทรานสเท็คทั ้งหมดกว่า
80รุ่น  เป็นหม้อแปลงไฟที่ได้รับการออกแบบให้มีความยืดหยุ่นในการ
ปรับชุดไฟทางขด OUTPUT ได้ 8-45แบบในแต่ละตัว (โปรดดูรายการ
แต่ละรุ่น) ทำให้การใช้งานมีความคล่องตัวมากขึ้นกว่าที่เคย สามารถ
ปรับเปลี ่ยนการใช ้งานสำหร ับการทดลองคร ั ้งต ่อๆไปอย่างค ุ ้มค ่า
และเต็มประสิทธิภาพ  อีกทั้งยังประหยัดพื้นที่ เพราะใช้หม้อแปลงไฟ
เพียงไม่ก ี ่ต ัว ก็สามารถครอบคลุมความต้องการของงานทดลอง
ส่วนใหญ่   เป็นการประหยัดเวลาและประหยัดค่าใช้จ่ายในการเสาะหา

Quality products with Professional look
Bangkok Transtek

 บางกอกทรานสเทค็

e-mail: sale@copper-coil.com
Fax  02-2594136 / 02-6615098   Phone 02-6615099 / 02-2594122 / 02-2586419
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Bangkok Transtek
 บางกอกทรานสเทค็
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Code
Voltage
Oem Products
View Back



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

5.5V 0.40A. 4.7V 5 | 8 5-7  |  6-8 1 | 4
6.0V 0.40A. 5.2V 5 | 8 5-7  |  6-8 1 | 3
6.5V 0.40A. 5.7V 5 | 8 5-7  |  6-8 1 | 2
5.5V 0.20A. 4.7V 5 | 6 - 1 | 4
5.5V 0.20A. 4.7V 7 | 8 -
6.0V 0.20A. 5.2V 5 | 6 - 1 | 3
6.0V 0.20A. 5.2V 7 | 8 -
6.5V 0.20A. 5.7V 5 | 6 - 1 | 2
6.5V 0.20A. 5.7V 7 | 8 -
5.5-0-5.5V 0.20A. 4.7-0-4.7V 5 | 6 | 8 6-7 1 | 4
6.0-0-6.0V 0.20A. 5.2-0-5.2V 5 | 6 | 8 6-7 1 | 3
6.5-0-6.5V 0.20A. 5.7-0-5.7V 5 | 6 | 8 6-7 1 | 2
11.0V 0.20A. 9.5V 5 | 8 6-7 1 | 4
12.0V 0.20A. 10.5V 5 | 8 6-7 1 | 3
13.0V 0.20A. 11.5V 5 | 8 6-7 1 | 2

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
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PIN# 1-2 10.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 5.00
PIN# 6-7 10.00
PIN# 7-8 5.00
A1 41.00
A2 33.00
C1 34.50
D2 25.00

A1
A2

C1

D2

Weight : 190 gms.
Dimensions in millimetres

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 400mA. 000004



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

11.0V 0.20A. 9.5V 5/8 5-7 / 6-8 1/4
12.0V 0.20A. 10.5V 5/8 5-7 / 6-8 1/3
13.0V 0.20A. 11.5V 5/8 5-7 / 6-8 1/2
11.0V 0.10A. 9.5V 5/6 - 1/4
11.0V 0.10A. 9.5V 7/8 -
12.0V 0.10A. 10.5V 5/6 - 1/3
12.0V 0.10A. 10.5V 7/8 -
13.0V 0.10A. 11.5V 5/6 - 1/2
13.0V 0.10A. 11.5V 7/8 -
11.0-0-11.0V 0.10A. 9.5-0-9.5V 5/6/8 6-7 1/4
12.0-0-12.0V 0.10A.10.5-0-10.5V 5/6/8 6-7 1/3
13.0-0-13.0V 0.10A.11.5-0-11.5V 5/6/8 6-7 1/2
22.0V 0.10A. 19.0V 5/8 6-7 1/4
24.0V 0.10A. 21.0V 5/8 6-7 1/3
26.0V 0.10A. 23.0V 5/8 6-7 1/2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE
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Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 10.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 5.00
PIN# 6-7 10.00
PIN# 7-8 5.00
A1 41.00
A2 33.00
C1 34.50
D2 25.00

A1
A2

C1

D2

Weight : 190 gms.
Dimensions in millimetres

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 200mA. 000005



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

16.5V 0.14A. 14.5V 5/8 5-7 / 6-8 1/4
18.0V 0.14A. 16.0V 5/8 5-7 / 6-8 1/3
19.5V 0.14A. 17.5V 5/8 5-7 / 6-8 1/2
16.5V 0.07A. 14.5V 5/6 - 1/4
16.5V 0.07A. 14.5V 7/8 -
18.0V 0.07A. 16.0V 5/6 - 1/3
18.0V 0.07A. 16.0V 7/8 -
19.5V 0.07A. 17.5V 5/6 - 1/2
19.5V 0.07A. 17.5V 7/8 -
16.5-0-16.5V 0.07A.14.5-0-14.5V 5/6/8 6-7 1/4
18.0-0-18.0V 0.07A.16.0-0-16.0V 5/6/8 6-7 1/3
19.5-0-19.5V 0.07A.17.5-0-17.5V 5/6/8 6-7 1/2
33.0V 0.07A. 29.0V 5/8 6-7 1/4
36.0V 0.07A. 32.0V 5/8 6-7 1/3
39.0V 0.07A. 35.0V 5/8 6-7 1/2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE
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Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 10.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 5.00
PIN# 6-7 10.00
PIN# 7-8 5.00
A1 41.00
A2 33.00
C1 34.50
D2 25.00

A1
A2

C1

D2

Weight : 190 gms.
Dimensions in millimetres

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 140mA. 000006



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

5.5V 0.80A. 5.0V 5 | 8 5-7  |  6-8 1 | 4
6.0V 0.80A. 5.5V 5 | 8 5-7  |  6-8 1 | 3
6.5V 0.80A. 6.0V 5 | 8 5-7  |  6-8 1 | 2
5.5V 0.40A. 5.0V 5 | 6 - 1 | 4
5.5V 0.40A. 5.0V 7 | 8 -
6.0V 0.40A. 5.5V 5 | 6 - 1 | 3
6.0V 0.40A. 5.5V 7 | 8 -
6.5V 0.40A. 6.0V 5 | 6 - 1 | 2
6.5V 0.40A. 6.0V 7 | 8 -
5.5-0-5.5V 0.40A. 5.0-0-5.0V 5 | 6 | 8 6-7 1 | 4
6.0-0-6.0V 0.40A. 5.5-0-5.5V 5 | 6 | 8 6-7 1 | 3
6.5-0-6.5V 0.40A. 6.0-0-6.0V 5 | 6 | 8 6-7 1 | 2
11.0V 0.40A. 10.0V 5 | 8 6-7 1 | 4
12.0V 0.40A. 11.0V 5 | 8 6-7 1 | 3
13.0V 0.40A. 12.0V 5 | 8 6-7 1 | 2

1

8

5

6

7

4

3

2

1 2 3 4

 5 6 7 8

COPPER  SIDE

5.00

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 38.50
D2 27.50

A1
A2

C1

D2

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

Weight : 300 gms.
Dimensions in millimetres

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 800mA. 000007



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

11.0V 0.40A. 9.7V 5 | 8 5-7  |  6-8 1 | 4
12.0V 0.40A. 10.7V 5 | 8 5-7  |  6-8 1 | 3
13.0V 0.40A. 11.7V 5 | 8 5-7  |  6-8 1 | 2
11.0V 0.20A. 9.7V 5 | 6 - 1 | 4
11.0V 0.20A. 9.7V 7 | 8 -
12.0V 0.20A. 10.7V 5 | 6 - 1 | 3
12.0V 0.20A. 10.7V 7 | 8 -
13.0V 0.20A. 11.7V 5 | 6 - 1 | 2
13.0V 0.20A. 11.7V 7 | 8 -
11.0-0-11.0V 0.20A. 9.7-0-9.7V 5 | 6 | 8 6-7 1 | 4
12.0-0-12.0V 0.20A.10.7-0-10.7V 5 | 6 | 8 6-7 1 | 3
13.0-0-13.0V 0.20A.11.7-0-11.7V 5 | 6 | 8 6-7 1 | 2
22.0V 0.20A. 19.5V 5 | 8 6-7 1 | 4
24.0V 0.20A. 21.5V 5 | 8 6-7 1 | 3
26.0V 0.20A. 23.5V 5 | 8 6-7 1 | 2

1

8

5

6

7

4

3

2

1 2 3 4

 5 6 7 8

COPPER  SIDE

5.00
A1

A2

C1

D2
PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 38.50
D2 27.50

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

Weight : 300 gms.
Dimensions in millimetres

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 400mA. 000008



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

16.5V 0.30A. 14.5V 5 | 8 5-7  |  6-8 1 | 4
18.0V 0.30A. 16.0V 5 | 8 5-7  |  6-8 1 | 3
19.5V 0.30A. 17.5V 5 | 8 5-7  |  6-8 1 | 2
16.5V 0.15A. 14.5V 5 | 6 - 1 | 4
16.5V 0.15A.  14.5V 7 | 8 -
18.0V 0.15A. 16.0V 5 | 6 - 1 | 3
18.0V 0.15A.  16.0V 7 | 8 -
19.5V 0.15A. 17.5V 5 | 6 - 1 | 2
19.5V 0.15A. 17.5V 7 | 8 -
16.5-0-16.5V 0.15A.14.5-0-14.5V 5 | 6 | 8 6-7 1 | 4
18.0-0-18.0V 0.15A. 16.0-0-16.0V 5 | 6 | 8 6-7 1 | 3
19.5-0-19.5V 0.15A.17.5-0-17.5V 5 | 6 | 8 6-7 1 | 2
33.0V 0.15A. 29.0V 5 | 8 6-7 1 | 4
36.0V 0.15A. 32.0V 5 | 8 6-7 1 | 3
39.0V 0.15A. 35.0V 5 | 8 6-7 1 | 2

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 38.50
D2 27.50

A1
A2

C1

D2

1

8

5

6

7

4

3

2

1 2 3 4

 5 6 7 8

COPPER  SIDE

5.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Weight : 300 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 300mA. 000009



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

15.0V 0.30A. 13.2V 5 | 8 5-7  |  6-8 1 | 4
16.5V 0.30A. 14.7V 5 | 8 5-7  |  6-8 1 | 3
18.0V 0.30A. 16.2V 5 | 8 5-7  |  6-8 1 | 2
15.0V 0.15A. 13.2V 5 | 6 - 1 | 4
15.0V 0.15A. 13.2V 7 | 8 -
16.5V 0.15A. 14.7V 5 | 6 - 1 | 3
16.5V 0.15A. 14.7V 7 | 8 -
18.0V 0.15A. 16.2V 5 | 6 - 1 | 2
18.0V 0.15A. 16.2V 7 | 8 -
15.0-0-15.0V 0.15A.13.2-0-13.2V 5 | 6 | 8 6-7 1 | 4
16.5-0-16.5V 0.15A.14.7-0-14.7V 5 | 6 | 8 6-7 1 | 3
18.0-0-18.0V 0.15A.16.2-0-16.2V 5 | 6 | 8 6-7 1 | 2
30.0V 0.15A. 26.5V 5 | 8 6-7 1 | 4
33.0V 0.15A. 29.5V 5 | 8 6-7 1 | 3
36.0V 0.15A. 32.5V 5 | 8 6-7 1 | 2

1

8

5

6

7

4

3

2

1 2 3 4

 5 6 7 8

COPPER  SIDE

5.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Weight : 300 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 38.50
D2 27.50

A1
A2

C1

D2

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 15V 300mA. 000023



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

5.5V 1.40A. 5.0V 5 | 8 5-7  |  6-8 1 | 4
6.0V 1.40A. 5.5V 5 | 8 5-7  |  6-8 1 | 3
6.5V 1.40A. 6.0V 5 | 8 5-7  |  6-8 1 | 2
5.5V 0.70A. 5.0V 5 | 6 - 1 | 4
5.5V 0.70A. 5.0V 7 | 8 -
6.0V 0.70A. 5.5V 5 | 6 - 1 | 3
6.0V 0.70A. 5.5V 7 | 8 -
6.5V 0.70A. 6.0V 5 | 6 - 1 | 2
6.5V 0.70A. 6.0V 7 | 8 -
5.5-0-5.5V 0.70A. 5.0-0-5.0V 5 | 6 | 8 6-7 1 | 4
6.0-0-6.0V 0.70A. 5.5-0-5.5V 5 | 6 | 8 6-7 1 | 3
6.5-0-6.5V 0.70A. 6.0-0-6.0V 5 | 6 | 8 6-7 1 | 2
11.0V 0.70A. 10.0V 5 | 8 6-7 1 | 4
12.0V 0.70A. 11.0V 5 | 8 6-7 1 | 3
13.0V 0.70A. 12.0V 5 | 8 6-7 1 | 2

1

8

5

6

7

4

3

2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Weight : 375 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 54.00
A2 45.00
C1 39.00
D2 30.00

A1
A2

C1

D2

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 1400mA. 000010



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

11.0V 0.70A. 9.7V 5 | 8 5-7  |  6-8 1 | 4
12.0V 0.70A. 10.7V 5 | 8 5-7  |  6-8 1 | 3
13.0V 0.70A. 11.7V 5 | 8 5-7  |  6-8 1 | 2
11.0V 0.35A. 9.7V 5 | 6 - 1 | 4
11.0V 0.35A. 9.7V 7 | 8 -
12.0V 0.35A. 10.7V 5 | 6 - 1 | 3
12.0V 0.35A. 10.7V 7 | 8 -
13.0V 0.35A. 11.7V 5 | 6 - 1 | 2
13.0V 0.35A. 11.7V 7 | 8 -
11.0-0-11.0V 0.35A. 9.7-0-9.7V 5 | 6 | 8 6-7 1 | 4
12.0-0-12.0V 0.35A.10.7-0-10.7V 5 | 6 | 8 6-7 1 | 3
13.0-0-13.0V 0.35A.11.7-0-11.7V 5 | 6 | 8 6-7 1 | 2
22.0V 0.35A. 19.5V 5 | 8 6-7 1 | 4
24.0V 0.35A. 21.5V 5 | 8 6-7 1 | 3
26.0V 0.35A. 23.5V 5 | 8 6-7 1 | 2

1

8

5

6

7

4

3

2

1 2 3 4

5 6 7 8
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Weight : 375 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 54.00
A2 45.00
C1 39.00
D2 30.00

A1
A2

C1

D2

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 600mA. 000011



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

16.5V 0.40A. 15.0V 5 | 8 5-7  |  6-8 1 | 4
18.0V 0.40A. 16.5V 5 | 8 5-7  |  6-8 1 | 3
19.5V 0.40A. 18.0V 5 | 8 5-7  |  6-8 1 | 2
16.5V 0.20A. 15.0V 5 | 6 - 1 | 4
16.5V 0.20A. 15.0V 7 | 8 -
18.0V 0.20A. 16.5V 5 | 6 - 1 | 3
18.0V 0.20A. 16.5V 7 | 8 -
19.5V 0.20A. 18.0V 5 | 6 - 1 | 2
19.5V 0.20A. 18.0V 7 | 8 -
16.5-0-16.5V 0.20A.15.0-0-15.0V 5 | 6 | 8 6-7 1 | 4
18.0-0-18.0V 0.20A.16.5-0-16.5V 5 | 6 | 8 6-7 1 | 3
19.5-0-19.5V 0.20A.18.0-0-18.0V 5 | 6 | 8 6-7 1 | 2
33.0V 0.20A. 30.0V 5 | 8 6-7 1 | 4
36.0V 0.20A. 33.0V 5 | 8 6-7 1 | 3
39.0V 0.20A. 36.0V 5 | 8 6-7 1 | 2
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Weight : 375 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 54.00
A2 45.00
C1 39.00
D2 30.00

A1
A2

C1

D2

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 400mA. 000012



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

15.0V 0.40A. 13.5V 5 | 8 5-7  |  6-8 1 | 4
16.5V 0.40A. 15.0V 5 | 8 5-7  |  6-8 1 | 3
18.0V 0.40A. 16.5V 5 | 8 5-7  |  6-8 1 | 2
15.0V 0.20A. 13.5V 5 | 6 - 1 | 4
15.0V 0.20A. 13.5V 7 | 8 -
16.5V 0.20A. 15.0V 5 | 6 - 1 | 3
16.5V 0.20A. 15.0V 7 | 8 -
18.0V 0.20A. 16.5V 5 | 6 - 1 | 2
18.0V 0.20A. 16.5V 7 | 8 -
15.0-0-15.0V 0.20A.13.5-0-13.5V 5 | 6 | 8 6-7 1 | 4
16.5-0-16.5V 0.20A.15.0-0-15.0V 5 | 6 | 8 6-7 1 | 3
18.0-0-18.0V 0.20A.16.5-0-16.5V 5 | 6 | 8 6-7 1 | 2
30.0V 0.20A. 27.0V 5 | 8 6-7 1 | 4
33.0V 0.20A. 30.0V 5 | 8 6-7 1 | 3
36.0V 0.20A. 33.0V 5 | 8 6-7 1 | 2

1

8

5

6

7

4

3

2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com

Page  15

Weight : 375 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 54.00
A2 45.00
C1 39.00
D2 30.00

A1
A2

C1

D2

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 15V 400mA. 000022



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

5.5V 3.00A. 4.7V 5 | 8 5-7  |  6-8 1 | 4
6.0V 3.00A. 5.2V 5 | 8 5-7  |  6-8 1 | 3
6.5V 3.00A. 5.7V 5 | 8 5-7  |  6-8 1 | 2
5.5V 1.50A. 4.7V 5 | 6 - 1 | 4
5.5V 1.50A. 4.7V 7 | 8 -
6.0V 1.50A. 5.2V 5 | 6 - 1 | 3
6.0V 1.50A. 5.2V 7 | 8 -
6.5V 1.50A. 5.7V 5 | 6 - 1 | 2
6.5V 1.50A. 5.7V 7 | 8 -
5.5-0-5.5V 1.50A. 4.7-0-4.7V 5 | 6 | 8 6-7 1 | 4
6.0-0-6.0V 1.50A. 5.2-0-5.2V 5 | 6 | 8 6-7 1 | 3
6.5-0-6.5V 1.50A. 5.7-0-5.7V 5 | 6 | 8 6-7 1 | 2
11.0V 1.50A. 9.5V 5 | 8 6-7 1 | 4
12.0V 1.50A. 10.5V 5 | 8 6-7 1 | 3
13.0V 1.50A. 11.5V 5 | 8 6-7 1 | 2
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PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 60.00
A2 50.00
C1 42.50
D2 32.50

Weight : 515 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

A1
A2

C1

D2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 3000mA. 000016



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

11.0V 1.40A. 9.7V 5 | 8 5-7  |  6-8 1 | 4
12.0V 1.40A. 10.7V 5 | 8 5-7  |  6-8 1 | 3
13.0V 1.40A. 11.7V 5 | 8 5-7  |  6-8 1 | 2
11.0V 0.70A. 9.7V 5 | 6 - 1 | 4
11.0V 0.70A. 9.7V 7 | 8 -
12.0V 0.70A. 10.7V 5 | 6 - 1 | 3
12.0V 0.70A. 10.7V 7 | 8 -
13.0V 0.70A. 11.7V 5 | 6 - 1 | 2
13.0V 0.70A. 11.7V 7 | 8 -
11.0-0-11.0V 0.70A. 9.7-0-9.7V 5 | 6 | 8 6-7 1 | 4
12.0-0-12.0V 0.70A.10.7-0-10.7V 5 | 6 | 8 6-7 1 | 3
13.0-0-13.0V 0.70A.11.7-0-11.7V 5 | 6 | 8 6-7 1 | 2
22.0V 0.70A. 19.5V 5 | 8 6-7 1 | 4
24.0V 0.70A. 21.5V 5 | 8 6-7 1 | 3
26.0V 0.70A. 23.5V 5 | 8 6-7 1 | 2
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PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 60.00
A2 50.00
C1 42.50
D2 32.50

Weight : 515 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

A1
A2

C1

D2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 1400mA. 000017



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

16.5V 1.00A. 14.5V 5 | 8 5-7  |  6-8 1 | 4
18.0V 1.00A. 16.0V 5 | 8 5-7  |  6-8 1 | 3
19.5V 1.00A. 17.5V 5 | 8 5-7  |  6-8 1 | 2
16.5V 0.50A. 14.5V 5 | 6 - 1 | 4
16.5V 0.50A. 14.5V 7 | 8 -
18.0V 0.50A. 16.0V 5 | 6 - 1 | 3
18.0V 0.50A. 16.0V 7 | 8 -
19.5V 0.50A. 17.5V 5 | 6 - 1 | 2
19.5V 0.50A. 17.5V 7 | 8 -
16.5-0-16.5V 0.50A.14.5-0-14.5V 5 | 6 | 8 6-7 1 | 4
18.0-0-18.0V 0.50A.16.0-0-16.0V 5 | 6 | 8 6-7 1 | 3
19.5-0-19.5V 0.50A.17.5-0-17.5V 5 | 6 | 8 6-7 1 | 2
33.0V 0.50A. 29.0V 5 | 8 6-7 1 | 4
36.0V 0.50A. 32.0V 5 | 8 6-7 1 | 3
39.0V 0.50A. 35.0V 5 | 8 6-7 1 | 2
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PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 60.00
A2 50.00
C1 42.50
D2 32.50

Weight : 515 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

A1
A2

C1

D2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 1000mA. 000018



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.0V 2.00A. 12.0V 5 | 8 5-7  |  6-8 1 | 4
15.0V 2.00A. 13.0V 5 | 8 5-7  |  6-8 1 | 3
16.0V 2.00A. 14.0V 5 | 8 5-7  |  6-8 1 | 2
14.0V 1.00A. 12.0V 5 | 6 - 1 | 4
14.0V 1.00A. 12.0V 7 | 8 -
15.0V 1.00A. 13.0V 5 | 6 - 1 | 3
15.0V 1.00A. 13.0V 7 | 8 -
16.0V 1.00A. 14.0V 5 | 6 - 1 | 2
16.0V 1.00A. 14.0V 7 | 8 -
14.0-0-14.0V 1.00A.12.0-0-12.0V 5 | 6 | 8 6-7 1 | 4
15.0-0-15.0V 1.00A.13.0-0-13.0V 5 | 6 | 8 6-7 1 | 3
16.0-0-16.0V 1.00A.14.0-0-14.0V 5 | 6 | 8 6-7 1 | 2
28.0V 1.00A. 24.0V 5 | 8 6-7 1 | 4
30.0V 1.00A. 26.0V 5 | 8 6-7 1 | 3
32.0V 1.00A. 28.0V 5 | 8 6-7 1 | 2
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Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 15.00
PIN# 2-3 10.00
PIN# 3-4 10.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 10.00
A1 66.00
A2 55.00
C1 46.00
D2 35.00

Weight : 680 gms.
Dimensions in millimetres

A1
A2

C1

D2

1 2 3 4

5.00

5 6 7 8

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 2000mA. 000028



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

20.4V 1.30A. 18.0V 5 | 8 5-7  |  6-8 1 | 4
21.9V 1.30A. 19.5V 5 | 8 5-7  |  6-8 1 | 3
23.3V 1.30A. 21.0V 5 | 8 5-7  |  6-8 1 | 2
20.4V 0.65A. 18.0V 5 | 6 - 1 | 4
20.4V 0.65A. 18.0V 7 | 8 -
21.9V 0.65A. 19.5V 5 | 6 - 1 | 3
21.9V 0.65A. 19.5V 7 | 8 -
23.3V 0.65A. 21.0V 5 | 6 - 1 | 2
23.3V 0.65A. 21.0V 7 | 8 -
20.4-0-20.4V 0.65A.18.0-0-18.0V 5 | 6 | 8 6-7 1 | 4
21.9-0-21.9V 0.65A.19.5-0-19.5V 5 | 6 | 8 6-7 1 | 3
23.3-0-23.3V 0.65A.21.0-0-21.0V 5 | 6 | 8 6-7 1 | 2
40.8.0V 0.65A. 36.0V 5 | 8 6-7 1 | 4
43.8V 0.65A. 39.0V 5 | 8 6-7 1 | 3
46.6V 0.65A. 42.0V 5 | 8 6-7 1 | 2
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Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )

PIN# 1-2 15.00
PIN# 2-3 10.00
PIN# 3-4 10.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 10.00
A1 66.00
A2 55.00
C1 46.00
D2 35.00

Weight : 680 gms.
Dimensions in millimetres

A1
A2

C1

D2

1 2 3 4

5.00

5 6 7 8

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 1300mA. 000029



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

6.6V 0.16A. 5.5V 4 | 7 4-6  |  5-7 1 | 3
7.2V 0.16A. 6.1V 4 | 7 4-6  |  5-7 1 | 2
6.6V 0.08A. 5.5V 4 | 5 - 1 | 3
6.6V 0.08A. 5.5V  6 | 7 -
7.2V 0.08A. 6.0V 4 | 5 - 1 | 2
7.2V 0.08A. 6.0V  6 | 7 -
6.6-0-6.6V 0.08A. 5.5-0-5.5V 4 | 5 | 7 5-6 1 | 3
7.2-0-7.2V 0.08A. 6.0-0-6.0V 4 | 5 | 7 5-6 1 | 2
13.2V 0.08A. 11.0V 4 | 7 5-6 1 | 3
14.4V 0.08A. 12.0V 4 | 7 5-6 1 | 2
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A1
A2

C1

D2
PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 4-5 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
A1 30.00
A2 25.00
C1 28.00
D2 20.00

1 2 3

4 5 6 7

5.00

COPPER  SIDE

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 88 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 160mA. 000030-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

9.8V 0.110A. 8.1V 4 | 7 4-6  |  5-7 1 | 3
10.7V 0.110A. 9.0V 4 | 7 4-6  |  5-7 1 | 2
9.8V 0.055A. 8.1V 4 | 5 - 1 | 3
9.8V 0.055A. 8.1V  6 | 7 -
10.7V 0.055A. 9.0V 4 | 5 - 1 | 2
10.7V 0.055A. 9.0V  6 | 7 -
9.8-0-9.8V 0.055A. 8.1-0-8.1V 4 | 5 | 7 5-6 1 | 3
10.7-0-10.7V 0.055A. 9.0-0-9.0V 4 | 5 | 7 5-6 1 | 2
19.6V 0.055A. 16.2V 4 | 7 5-6 1 | 3
21.4V 0.055A. 18.0V 4 | 7 5-6 1 | 2
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1 2 3

4 5 6 7

5.00

COPPER  SIDE

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 4-5 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
A1 30.00
A2 25.00
C1 28.00
D2 20.00

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 89 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 110mA. 000031-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

13.5V 0.10A. 11.1V 4 | 7 4-6  |  5-7 1 | 3
14.8V 0.10A. 12.2V 4 | 7 4-6  |  5-7 1 | 2
13.5V 0.05A. 11.1V 4 | 5 - 1 | 3
13.5V 0.05A. 11.1V  6 | 7 -
14.8V 0.05A. 12.2V 4 | 5 - 1 | 2
14.8V 0.05A. 12.2V  6 | 7 -
13.5-0-13.5V 0.05A. 11.1-0-11.1V 4 | 5 | 7 5-6 1 | 3
14.8-0-14.8V 0.05A. 12.2-0-12.2V 4 | 5 | 7 5-6 1 | 2
27.0V 0.05A. 22.2V 4 | 7 5-6 1 | 3
29.6V 0.05A. 24.4V 4 | 7 5-6 1 | 2

A1
A2

C1
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1 2 3

4 5 6 7

5.00

COPPER  SIDE

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 4-5 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
A1 30.00
A2 25.00
C1 28.00
D2 20.00

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 87 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 100mA.000032-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

6.5V 0.20A. 5.5V 4 | 7 4-6  |  5-7 1 | 3
7.1V 0.20A. 6.1V 4 | 7 4-6  |  5-7 1 | 2
6.5V 0.10A. 5.5V 4 | 5 - 1 | 3
6.5V 0.10A. 5.5V  6 | 7 -
7.1V 0.10A. 6.1V 4 | 5 - 1 | 2
7.1V 0.10A. 6.1V  6 | 7 -
6.5-0-6.5V 0.10A. 5.5-0-5.5V 4 | 5 | 7 5-6 1 | 3
7.1-0-7.1V 0.10A. 6.1-0-6.10V 4 | 5 | 7 5-6 1 | 2
13.0V 0.10A. 11.0V 4 | 7 5-6 1 | 3
14.2V 0.10A. 12.2V 4 | 7 5-6 1 | 2
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1 2 3

4 5 6 7

5.00

COPPER  SIDE

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 4-5 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
A1 30.00
A2 25.00
C1 28.50
D2 20.00

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 102 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 200mA. 000037-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

13.2V 0.12A. 11.0V 4 | 7 4-6  |  5-7 1 | 3
14.5V 0.12A. 12.0V 4 | 7 4-6  |  5-7 1 | 2
13.2V 0.06A. 11.0V 4 | 5 - 1 | 3
13.2V 0.06A. 11.0V  6 | 7 -
14.5V 0.06A. 12.2V 4 | 5 - 1 | 2
14.5V 0.06A. 12.2V  6 | 7 -
13.2-0-13.2V 0.06A. 11.0-0-11.0V 4 | 5 | 7 5-6 1 | 3
14.5-0-14.5V 0.06A. 12.2-0-12.2V 4 | 5 | 7 5-6 1 | 2
26.4V 0.06A. 22.0V 4 | 7 5-6 1 | 3
29.0V 0.06A. 24.4V 4 | 7 5-6 1 | 2

A1
A2

C1
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1 2 3

4 5 6 7

5.00

COPPER  SIDE

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 4-5 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
A1 30.00
A2 25.00
C1 28.50
D2 20.00

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 103 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 120mA.000038-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

19.7V 0.10A. 15.3V 4 | 7 4-6  |  5-7 1 | 3
21.6V 0.10A. 17.0V 4 | 7 4-6  |  5-7 1 | 2
19.7V 0.05A. 15.2V 4 | 5 - 1 | 3
19.7V 0.05A. 15.2V  6 | 7 -
21.6V 0.05A. 17.0V 4 | 5 - 1 | 2
21.6V 0.05A. 17.0V  6 | 7 -
19.7-0-19.7V 0.05A. 15.2-0-15.2V 4 | 5 | 7 5-6 1 | 3
21.6-0-21.6V 0.05A. 17.0-0-17.0V 4 | 5 | 7 5-6 1 | 2
39.5V 0.05A. 30.7V 4 | 7 5-6 1 | 3
43.2V 0.054A. 34.0V 4 | 7 5-6 1 | 2

A1
A2

C1

D2
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5.00

COPPER  SIDE

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 103 gms.
Dimensions in millimetres

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 4-5 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
A1 30.00
A2 25.00
C1 28.50
D2 20.00

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 100mA.000039-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

12.5V 0.20A 10.5V 4 | 7 4-6  |  5-7 1 | 3
14.0V 0.20A 11.5V 4 | 7 4-6  |  5-7 1 | 2
12.5V 0.10A 10.5V 4 | 5 1 | 3
12.5V 0.10A 10.5V  6 | 7
14.0V 0.10A 11.5V 4 | 5 1 | 2
14.0V 0.10A 11.5V  6 | 7
12.5-0-12.5V 0.10A 10.5-0-10.5V 4 | 5 | 7 5-6 1 | 3
14.0-0-14.0V 0.10A 11.5-0-11.5V 4 | 5 | 7 5-6 1 | 2
25.0V 0.10A 21.0V 4 | 7 5-6 1 | 3
28.0V 0.10A 23.0V 4 | 7 5-6 1 | 2
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5.08

COPPER  SIDE

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 145 gms.
Dimensions in millimetres

PIN# 1-2 15.24
PIN# 2-3 5.08
PIN# 4-5 5.08
PIN# 5-6 10.16
PIN# 6-7 5.08
A1 41.00
A2 33.00
C1 30.50
D2 22.86

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 200mA. 000040



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.0V 0.14A 10.5V 4 | 7 4-6  |  5-7 1 | 3
15.5V 0.14A 11.5V 4 | 7 4-6  |  5-7 1 | 2
14.0V 0.07A 10.5V 4 | 5 - 1 | 3
14.0V 0.07A 10.5V  6 | 7 -
15.5V 0.07A 11.5V 4 | 5 - 1 | 2
15.5V 0.07A 11.5V  6 | 7 -
14.0-0-14.0V 0.07A 10.5-0-10.5V 4 | 5 | 7 5-6 1 | 3
15.5-0-15.5V 0.07A 11.5-0-11.5V 4 | 5 | 7 5-6 1 | 2
28.0V 0.07A 21.0V 4 | 7 5-6 1 | 3
31.0V 0.07A 23.0V 4 | 7 5-6 1 | 2

A2A1

C1

D2
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 100 gms.
Dimensions in millimetres6.2 6.218.7

5.2

1 2 3

4 5 6 7

6.218.7

1.0
COPPER  SIDE

PIN# 1-2 23.90
PIN# 2-3 6.20
PIN# 4-5 6.20
PIN# 5-6 18.70
PIN# 6-7 6.20
A1 41.00
A2 33.00
C1 20.00
D2 26.00

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 140mA. 000041



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

7.5V 0.28A. 5.3V 4 | 7 4-6  |  5-7 1 | 3
8.2V 0.28A. 6.0V 4 | 7 4-6  |  5-7 1 | 2
7.5V 0.14A. 5.3V 4 | 5 - 1 | 3
7.5V 0.14A. 5.3V  6 | 7 -
8.2V 0.14A. 6.0V 4 | 5 - 1 | 2
8.2V 0.14A. 6.0V  6 | 7 -
7.5-0-7.5V 0.14A. 5.3-0-5.3V 4 | 5 | 7 5-6 1 | 3
8.2-0-8.2V 0.14A. 6.0-0-6.0V 4 | 5 | 7 5-6 1 | 2
15.4V 0.14A. 10.6V 4 | 7 5-6 1 | 3
16.3V 0.14A. 12.0V 4 | 7 5-6 1 | 2

PIN# 1-2 23.90
PIN# 2-3 6.20
PIN# 4-5 6.20
PIN# 5-6 18.70
PIN# 6-7 6.20
A1 41.00
A2 33.00
C1 20.00
D2 26.00

A2A1

C1

D2
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 100 gms.
Dimensions in millimetres6.2 6.218.7

5.2

1 2 3

4 5 6 7

6.218.7

1.0
COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 280mA. 000042



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

22.4V 0.090A. 16.0V 4 | 7 4-6  |  5-7 1 | 3
24.5V 0.090A. 18.0V 4 | 7 4-6  |  5-7 1 | 2
22.4V 0.045A. 16.0V 4 | 5 - 1 | 3
22.4V 0.045A. 16.0V  6 | 7 -
24.5V 0.045A. 18.0V 4 | 5 - 1 | 2
24.5V 0.045A. 18.0V  6 | 7 -
22.4-0-22.4V 0.045A. 16.0-0-16.0V 4 | 5 | 7 5-6 1 | 3
24.5-0-24.5V 0.045A. 18.0-0-18.0V 4 | 5 | 7 5-6 1 | 2
44.8V 0.045A. 32.0V 4 | 7 5-6 1 | 3
49.2V 0.045A. 36.0V 4 | 7 5-6 1 | 2

PIN# 1-2 23.90
PIN# 2-3 6.20
PIN# 4-5 6.20
PIN# 5-6 18.70
PIN# 6-7 6.20
A1 41.00
A2 33.00
C1 20.00
D2 26.00

A2A1

C1

D2
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 100 gms.
Dimensions in millimetres6.2 6.218.7

5.2

1 2 3

4 5 6 7

6.218.7

1.0
COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 100mA. 000043



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.7V 0.24A. 9.0V 4 / 7 4-6 | 5-7 1 / 3
10.7V 0.12A. 9.0V 4 / 5 1 / 3
10.7V 0.12A. 9.0V  6 / 7
10.7-0-10.7V 0.12A. 9.0-0-9.0V 4 / 5 / 7 5-6 1 / 3
11.9V 0.24A. 10.0V 4 / 7 4-6 | 5-7 1 / 2
11.9V 0.12A. 10.0V 4 / 5 1 / 2
11.9V 0.12A. 10.0V  6 / 7
11.9-0-11.9V 0.12A. 10.0-0-10.0V 4 / 5 / 7 5-6 1 / 2
21.4V 0.12A. 18.0V 4 / 7 5-6 1 / 3
23.8V 0.12A. 20.0V 4 / 7 5-6 1 / 2
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5.08

COPPER  SIDE

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 145 gms.
Dimensions in millimetres

PIN# 1-2 15.24
PIN# 2-3 5.08
PIN# 4-5 5.08
PIN# 5-6 10.16
PIN# 6-7 5.08
A1 41.00
A2 33.00
C1 30.50
D2 22.86

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 240mA. 000044



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

7.3V 0.40A. 6.1V 4 / 7 4-6 | 5-7 1 / 3
7.3V 0.20A. 6.1V 4 / 5 1 / 3
7.3V 0.20A. 6.1V  6 / 7
7.3V-0-7.3V 0.20A. 6.1-0-6.1V 4 / 5 / 7 5-6 1 / 3
8.1V 0.40A. 6.7V 4 / 7 4-6 | 5-7 1 / 2
8.1V 0.20A. 6.7V 4 / 5 1 / 2
8.1V 0.20A. 6.7V  6 / 7
8.1-0-8.1V 0.20A. 6.7-0-6.7V 4 / 5 / 7 5-6 1 / 2
14.6V 0.20A. 12.2V 4 / 7 5-6 1 / 3
16.2V 0.20A. 13.4V 4 / 7 5-6 1 / 2
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COPPER  SIDE

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 145 gms.
Dimensions in millimetres

PIN# 1-2 15.24
PIN# 2-3 5.08
PIN# 4-5 5.08
PIN# 5-6 10.16
PIN# 6-7 5.08
A1 41.00
A2 33.00
C1 30.50
D2 22.86

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 400mA. 000045



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

6.9V 0.40A. 5.5V 6 / 9 6-8 | 7-9 1 / 5
7.6V 0.40A. 6.2V 6 / 9 6-8 | 7-9 1 / 4
6.9V 0.20A. 5.5V 6 / 7 - 1 / 5
6.9V 0.20A. 5.5V 8 / 9 -
7.6V 0.20A. 6.2V 6 / 7 - 1 / 4
7.6V 0.20A. 6.2V 8 / 9 -
6.9-0-6.9V 0.20A. 5.5-0-5.5V 6 / 7 / 9 7-8 1 / 5
7.6-0-7.6V 0.20A. 6.2-0-6.2V 6 / 7 / 9 7-8 1 / 4
13.8V 0.20A. 11.0V 6 / 9 7-8 1 / 5
15.2V 0.20A. 12.4V 6 / 9 7-8 1 / 4

PIN# 1-2 5.00
PIN# 2-3 7.50
PIN# 3-4 7.50
PIN# 4-5 5.00
PIN# 6-7 5.00
PIN# 7-8 15.00
PIN# 8-9 5.00
A1 41.00
A2 33.00
C1 24.00
D2 25.00
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 102 gms.
Dimensions in millimetres

6 7 8 9

COPPER  SIDE

1 2 3  4 5

5.0 7.5 5.07.5
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 400mA. 000047



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.3V 0.24A. 8.4V 6 / 9 6-8 | 7-9 1 / 5
11.4V 0.24A. 9.4V 6 / 9 6-8 | 7-9 1 / 4
10.3V 0.12A. 8.4V 6 / 7 - 1 / 5
10.3V 0.12A. 8.4V 8 / 9 -
11.4V 0.12A. 9.4V 6 / 7 - 1 / 4
11.4V 0.12A. 9.4V 8 / 9 -
10.3-0-10.3V 0.12A. 8.4-0-8.4V 6 / 7 / 9 7-8 1 / 5
11.4-0-11.4V 0.12A. 9.4-0-9.4V 6 / 7 / 9 7-8 1 / 4
20.6V 0.12A. 16.8V 6 / 9 7-8 1 / 5
22.8V 0.12A. 18.8V 6 / 9 7-8 1 / 4

PIN# 1-2 5.00
PIN# 2-3 7.50
PIN# 3-4 7.50
PIN# 4-5 5.00
PIN# 6-7 5.00
PIN# 7-8 15.00
PIN# 8-9 5.00
A1 41.00
A2 33.00
C1 24.00
D2 25.00
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 102 gms.
Dimensions in millimetres

6 7 8 9

COPPER  SIDE
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 240mA. 000048



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

13.7V 0.20A. 10.8V 6 / 9 6-8 | 7-9 1 / 5
15.1V 0.20A. 12.2V 6 / 9 6-8 | 7-9 1 / 4
13.7V 0.10A. 10.8V 6 / 7 - 1 / 5
13.7V 0.10A. 10.8V 8 / 9 -
15.1V 0.10A. 12.2V 6 / 7 - 1 / 4
15.1V 0.10A. 12.2V 8 / 9 -
13.7-0-13.7V 0.10A. 10.8-0-10.8V 6 / 7 / 9 7-8 1 / 5
15.1-0-15.1V 0.10A. 12.2-0-12.2V 6 / 7 / 9 7-8 1 / 4
27.4V 0.10A. 21.6V 6 / 9 7-8 1 / 5
30.2V 0.10A. 24.4V 6 / 9 7-8 1 / 4

PIN# 1-2 5.00
PIN# 2-3 7.50
PIN# 3-4 7.50
PIN# 4-5 5.00
PIN# 6-7 5.00
PIN# 7-8 15.00
PIN# 8-9 5.00
A1 41.00
A2 33.00
C1 24.00
D2 25.001
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 102 gms.
Dimensions in millimetres

6 7 8 9

COPPER  SIDE

1 2 3  4 5

5.0 7.5 5.07.5

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 200mA. 000049



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

20.6V 0.14A. 16.6V 6 / 9 6-8 | 7-9 1 / 5
22.9V 0.14A. 18.3V 6 / 9 6-8 | 7-9 1 / 4
20.6V 0.07A. 16.6V 6 / 7 - 1 / 5
20.6V 0.07A. 16.6V 8 / 9 -
22.9V 0.07A. 18.3V 6 / 7 - 1 / 4
22.9V 0.07A. 18.3V 8 / 9 -
20.6-0-20.6V 0.07A. 16.6-0-16.6V 6 / 7 / 9 7-8 1 / 5
22.9-0-22.9V 0.07A. 18.3-0-18.3V 6 / 7 / 9 7-8 1 / 4
41.2V 0.07A. 33.2V 6 / 9 7-8 1 / 5
45.8V 0.07A. 36.6V 6 / 9 7-8 1 / 4

PIN# 1-2 5.00
PIN# 2-3 7.50
PIN# 3-4 7.50
PIN# 4-5 5.00
PIN# 6-7 5.00
PIN# 7-8 15.00
PIN# 8-9 5.00
A1 41.00
A2 33.00
C1 24.00
D2 25.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 102 gms.
Dimensions in millimetres

6 7 8 9

COPPER  SIDE

1 2 3  4 5

5.0 7.5 5.07.5

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 140mA. 000050



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

6.9V 0.60A. 5.7V 5 / 8 5-7 | 6-8 1 / 4
7.6V 0.60A. 6.5V 5 / 8 5-7 | 6-8 1 / 3
6.9V 0.30A. 5.7V 5 / 6 - 1 / 4
6.9V 0.30A. 5.7V 7 / 8 -
7.6V 0.30A. 6.5V 5 / 6 - 1 / 3
7.6V 0.30A. 6.5V 7 / 8 -
6.9-0-6.9V 0.30A. 5.7-0-5.7V 5 / 7 / 8 6-7 1 / 4
7.6-0-7.6V 0.30A. 6.5-0-6.5V 5 / 7 / 8 6-7 1 / 3
13.8V 0.30A. 11.5V 5 / 8 6-7 1 / 4
15.3V 0.30A. 13.0V 5 / 8 6-7 1 / 3

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 5.00
A1 41.00
A2 33.00
C1 30.00
D2 25.00
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 160 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 600mA. 000051



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.8V 0.40A. 9.1V 5 / 8 5-7 | 6-8 1 / 4
12.0V 0.40A. 10.2V 5 / 8 5-7 | 6-8 1 / 3
10.8V 0.20A. 9.1V 5 / 6 - 1 / 4
10.8V 0.20A. 9.1V 7 / 8 -
12.0V 0.20A. 10.2V 5 / 6 - 1 / 3
12.0V 0.20A. 10.2V 7 / 8 -
10.8-0-10.8V 0.20A. 9.1-0-9.1V 5 / 7 / 8 6-7 1 / 4
12.0-0-12.0V 0.20A. 10.2-0-10.2V 5 / 7 / 8 6-7 1 / 3
21.7V 0.20A. 18.2V 5 / 8 6-7 1 / 4
24.1V 0.20A. 20.5V 5 / 8 6-7 1 / 3

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 5.00
A1 41.00
A2 33.00
C1 30.00
D2 25.00
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 160 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 400mA. 000052



A1
A2

C1

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.4V 0.30A. 12.0V 5 / 8 5-7 | 6-8 1 / 4
16.0V 0.30A. 13.5V 5 / 8 5-7 | 6-8 1 / 3
14.4V 0.15A. 12.0V 5 / 6 - 1 / 4
14.4V 0.15A. 12.0V 7 / 8 -
16.0V 0.15A. 13.5V 5 / 6 - 1 / 3
16.0V 0.15A. 13.5V 7 / 8 -
14.4-0-14.4V 0.15A. 12.0-0-12.0V 5 / 7 / 8 6-7 1 / 4
16.0-0-16.0V 0.15A. 13.5-0-13.5V 5 / 7 / 8 6-7 1 / 3
28.9V 0.15A. 24.1V 5 / 8 6-7 1 / 4
32.1V 0.15A. 27.0V 5 / 8 6-7 1 / 3

PIN# 1-2 15.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 5.00
A1 41.00
A2 33.00
C1 30.00
D2 25.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com

Page  39

1
5

4

3

6

7

8

2

5.0

5 6 7 8

COPPER  SIDE

1 2 3 4

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 160 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 300mA. 000053



PIN# 1-2 10.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 4-5 5.00
PIN# 6-7 10.00
PIN# 7-8 5.00
PIN# 8-9 10.00
A1 51.00
A2 43.00
C1 35.00
D2 27.50

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

9.6V 0.700A. 8.0V 6 | 9 6-8  |  7-9 1 | 5
10.0V 0.700A. 8.5V 6 | 9 6-8  |  7-9 1 | 4
10.6V 0.700A. 9.0V 6 | 9 6-8  |  7-9 1 | 3
11.2V 0.700A. 9.5V 6 | 9 6-8  |  7-9 1 | 2
9.6V 0.350A. 8.0V 6 | 7 - 1 | 5
9.6V 0.350A. 8.0V 8 | 9 -
10.0V 0.350A. 8.5V 6 | 7 - 1 | 4
10.0V 0.350A. 8.5V 8 | 9 -
10.6V 0.350A. 9.0V 6 | 7 - 1 | 3
10.6V 0.350A. 9.0V 8 | 9 -
11.2V 0.350A. 9.5V 6 | 7 - 1 | 2
11.2V 0.350A. 9.5V 8 | 9 -
9.6-0-9.6V 0.350A. 8.0-0-8.0V 6 | 7 | 9 7-8 1 | 5
10.0-0-10.0V 0.350A. 8.5-0-8.5V 6 | 7 | 9 7-8 1 | 4
10.6-0-10.6V 0.350A. 9.0-0-9.0V 6 | 7 | 9 7-8 1 | 3
11.2-0-11.2V 0.350A. 9.5-0-9.5V 6 | 7 | 9 7-8 1 | 2
19.2V 0.350A. 16.0V 6 | 9 7-8 1 | 5
20.0V 0.350A. 17.0V 6 | 9 7-8 1 | 4
21.2V 0.350A. 18.0V 6 | 9 7-8 1 | 3
22.4V 0.350A. 19.0V 6 | 9 7-8 1 | 2

Weight : 280 gms.
Dimensions in millimetres

1 2 3 4 5

  6 7 8 9

COPPER  SIDE

5.00

Features:
PCB mount
16 output formats in one unit
( Note :one format at a time )
126ºC Thermal Cut-off

A2
A1

C1

D2

6

1

5

4

3

2

126ºC 1A250V
Thermal Cutoff

9

8

7

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 700mA. 100007



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.4V 0.550A. 11.5V 6 | 9 6-8  |  7-9 1 | 5
15.4V 0.550A. 12.5V 6 | 9 6-8  |  7-9 1 | 4
16.0V 0.550A. 13.0V 6 | 9 6-8  |  7-9 1 | 3
17.0V 0.550A. 14.0V 6 | 9 6-8  |  7-9 1 | 2
14.4V 0.275A. 11.5V 6 | 7 - 1 | 5
14.4V 0.275A. 11.5V 8 | 9 -
15.4V 0.275A. 12.5V 6 | 7 - 1 | 4
15.4V 0.275A. 12.5V 8 | 9 -
16.0V 0.275A. 13.0V 6 | 7 - 1 | 3
16.0V 0.275A. 13.0V 8 | 9 -
17.0V 0.275A. 14.0V 6 | 7 - 1 | 2
17.0V 0.275A. 14.0V 8 | 9 -
14.4-0-14.4V 0.275A. 11.5-0-11.5V 6 | 7 | 9 7-8 1 | 5
15.4-0-15.4V 0.275A. 12.5-0-12.5V 6 | 7 | 9 7-8 1 | 4
16.0-0-16.0V 0.275A. 13.0-0-13.0V 6 | 7 | 9 7-8 1 | 3
17.0-0-17.0V 0.275A. 14.0-0-14.0V 6 | 7 | 9 7-8 1 | 2
28.8V 0.275A. 23.0V 6 | 9 7-8 1 | 5
30.8V 0.275A. 25.0V 6 | 9 7-8 1 | 4
32.0V 0.275A. 26.0V 6 | 9 7-8 1 | 3
34.0V 0.275A. 28.0V 6 | 9 7-8 1 | 2

PIN# 1-2 10.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 4-5 5.00
PIN# 6-7 10.00
PIN# 7-8 5.00
PIN# 8-9 10.00
A1 51.00
A2 43.00
C1 35.00
D2 27.50Weight : 280 gms.

Dimensions in millimetres

1 2 3 4 5

  6 7 8 9

COPPER  SIDE

5.00

Features:
PCB mount
16 output formats in one unit
( Note :one format at a time )
126ºC Thermal Cut-off

A2
A1

C1

D2

6

1

5

4

3

2

126ºC 1A250V
Thermal Cutoff

9

8

7

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 550mA. 100008



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

21.5V 0.340A. 18.0V 6 | 9 6-8  |  7-9 1 | 5
23.0V 0.340A. 19.5V 6 | 9 6-8  |  7-9 1 | 4
24.0V 0.340A. 20.5V 6 | 9 6-8  |  7-9 1 | 3
25.5V 0.340A. 22.0V 6 | 9 6-8  |  7-9 1 | 2
21.5V 0.170A. 18.0V 6 | 7 - 1 | 5
21.5V 0.170A. 18.0V 8 | 9 -
23.0V 0.170A. 19.5V 6 | 7 - 1 | 4
23.0V 0.170A. 19.5V 8 | 9 -
24.0V 0.170A. 20.5V 6 | 7 - 1 | 3
24.0V 0.170A. 20.5V 8 | 9 -
25.5V 0.170A. 22.0V 6 | 7 - 1 | 2
25.5V 0.170A. 22.0V 8 | 9 -
21.5-0-21.5V 0.170A. 18.0-0-18.0V 6 | 7 | 9 7-8 1 | 5
23.0-0-23.0V 0.170A. 19.5-0-19.5V 6 | 7 | 9 7-8 1 | 4
24.0-0-24.0V 0.170A. 20.5-0-20.5V 6 | 7 | 9 7-8 1 | 3
25.5-0-25.5V 0.170A. 22.0-0-22.0V 6 | 7 | 9 7-8 1 | 2
43.0V 0.170A. 36.0V 6 | 9 7-8 1 | 5
46.0V 0.170A. 39.0V 6 | 9 7-8 1 | 4
48.0V 0.170A. 41.0V 6 | 9 7-8 1 | 3
51.0V 0.170A. 44.0V 6 | 9 7-8 1 | 2

PIN# 1-2 10.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 4-5 5.00
PIN# 6-7 10.00
PIN# 7-8 5.00
PIN# 8-9 10.00
A1 51.00
A2 43.00
C1 35.00
D2 27.50Weight : 280 gms.

Dimensions in millimetres

1 2 3 4 5

  6 7 8 9

COPPER  SIDE

5.00

Features:
PCB mount
16 output formats in one unit
( Note :one format at a time )
126ºC Thermal Cut-off

A2
A1

C1

D2

6

1

5

4

3

2

126ºC 1A250V
Thermal Cutoff

9

8

7

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 340mA. 100009



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.6V 1.000A. 9.0V 5  /  8 5-7 | 6-8 1  /  4
11.2V 1.000A. 9.5V 5  /  8 5-7 | 6-8 1  /  3
11.8V 1.000A. 10.0V 5  /  8 5-7 | 6-8 1  /  2
10.6V 0.500A. 9.0V 5  /  6 - 1  /  4
10.6V 0.500A. 9.0V 7  /  8 -
11.2V 0.500A. 9.5V 5  /  6 - 1  /  3
11.2V 0.500A. 9.5V 7  /  8 -
11.8V 0.500A. 10.0V 5  /  6 - 1  /  2
11.8V 0.500A. 10.0V 7  /  8 -
10.6-0-10.6V 0.500A. 9.0-0-9.0V 5  /  7  /  8 6-7 1  /  4
11.2-0-11.2V 0.500A. 9.5-0-9.5V 5  /  7  /  8 6-7 1  /  3
11.8-0-11.8V 0.500A. 10.0-0-10.0V 5  /  7  /  8 6-7 1  /  2
21.2V 0.500A. 18.0V 5  /  8 6-7 1  /  4
22.4V 0.500A. 19.0V 5  /  8 6-7 1  /  3
23.6V 0.500A. 20.0V 5  /  8 6-7 1  /  2

1

8

5

6

7

4

3

2

130ºC 1A250V
Thermal Cutoff

1 2 3 4

 5 6 7 8

5.00

COPPER  SIDE

Weight : 395 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

A2
A1

C1

D2PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 56.50
A2 47.50
C1 39.50
D2 30.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 1000mA. 100010



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.4V 0.700A. 12.2V 5  /  8 5-7 | 6-8 1  /  4
15.1V 0.700A. 13.0V 5  /  8 5-7 | 6-8 1  /  3
16.0V 0.700A. 13.7V 5  /  8 5-7 | 6-8 1  /  2
14.4V 0.350A. 12.2V 5  /  6 - 1  /  4
14.4V 0.350A. 12.2V 7  /  8 -
15.1V 0.350A. 13.0V 5  /  6 - 1  /  3
15.1V 0.350A. 13.0V 7  /  8 -
16.0V 0.350A. 13.7V 5  /  6 - 1  /  2
16.0V 0.350A. 13.7V 7  /  8 -
14.4-0-14.4V 0.350A. 12.2-0-12.2V 5  /  7  /  8 6-7 1  /  4
15.1-0-15.1V 0.350A. 13.0-0-13.0V 5  /  7  /  8 6-7 1  /  3
16.0-0-16.0V 0.350A. 13.7-0-13.7V 5  /  7  /  8 6-7 1  /  2
28.8V 0.350A. 24.4V 5  /  8 6-7 1  /  4
30.2V 0.350A. 26.0V 5  /  8 6-7 1  /  3
32.0V 0.350A. 27.4V 5  /  8 6-7 1  /  2

1

8

5

6

7

4

3

2

130ºC 1A250V
Thermal Cutoff

1 2 3 4

 5 6 7 8

5.00

COPPER  SIDE

Weight : 395 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

A2
A1

C1

D2PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 56.50
A2 47.50
C1 39.50
D2 30.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com

Page  44

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 700mA. 100011



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

26.2V 0.440A. 21.5V 5  /  8 5-7 | 6-8 1  /  4
27.5V 0.440A. 22.7V 5  /  8 5-7 | 6-8 1  /  3
29.1V 0.440A. 24.2V 5  /  8 5-7 | 6-8 1  /  2
26.2V 0.220A. 21.5V 5  /  6 - 1  /  4
26.2V 0.220A. 21.5V 7  /  8 -
27.5V 0.220A. 22.7V 5  /  6 - 1  /  3
27.5V 0.220A. 22.7V 7  /  8 -
29.1V 0.220A. 24.2V 5  /  6 - 1  /  2
29.1V 0.220A. 24.2V 7  /  8 -
26.2-0-26.2V 0.220A. 21.5-0-21.5V 5  /  7  /  8 6-7 1  /  4
27.5-0-27.5V 0.220A. 22.7-0-22.7V 5  /  7  /  8 6-7 1  /  3
29.1-0-29.1V 0.220A. 24.2-0-24.2V 5  /  7  /  8 6-7 1  /  2
52.4V 0.220A. 43.0V 5  /  8 6-7 1  /  4
55.0V 0.220A. 45.4V 5  /  8 6-7 1  /  3
58.2V 0.220A. 48.4V 5  /  8 6-7 1  /  2

1

8

5

6

7

4

3

2

130ºC 1A250V
Thermal Cutoff

1 2 3 4

 5 6 7 8

5.00

COPPER  SIDE

Weight : 395 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

A2
A1

C1

D2PIN# 1-2 20.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 10.00
PIN# 7-8 10.00
A1 56.50
A2 47.50
C1 39.50
D2 30.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 24V 440mA. 100012



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

8.3V 0.20A. 6.6V 3 | 6 3-5  |  4-6 1 | 2
8.3V 0.10A. 6.6V 3 | 4 - 1 | 2
8.3V 0.10A. 6.6V 5 | 6 -
8.3-0-8.3V 0.10A. 6.6-0-6.6V 3 | 4 | 6 4-5 1 | 2
16.7V 0.10A. 13.2V 3 | 6 4-5 1 | 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 97 gms.
Dimensions in millimetres

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 28.50
D2 20.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 200mA. 100030-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

11.9V 0.14A. 9.3V 3 | 6 3-5  |  4-6 1 | 2
11.9V 0.07A. 9.3V 3 | 4 - 1 | 2
11.9V 0.07A. 9.3V 5 | 6 -
11.9-0-11.9V 0.07A. 9.3-0-9.3V 3 | 4 | 6 4-5 1 | 2
23.8V 0.07A. 18.7V 3 | 6 4-5 1 | 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 96 gms.
Dimensions in millimetres

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 28.50
D2 20.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 140mA. 100031-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.8V 0.10A. 12.3V 3 | 6 3-5  |  4-6 1 | 2
14.8V 0.05A. 12.3V 3 | 4 - 1 | 2
14.8V 0.05A. 12.3V 5 | 6 -
14.8-0-14.8V 0.05A. 12.3-0-12.3V 3 | 4 | 6 4-5 1 | 2
29.6V 0.05A. 24.6V 3 | 6 4-5 1 | 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 96 gms.
Dimensions in millimetres

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 28.50
D2 20.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 100mA.100032-1



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

8.5V 0.30A. 6.0V 3 / 6 3-5 | 4-6 1 / 2
8.5V 0.15A. 6.0V 3 / 4 1 / 2
8.5V 0.15A. 6.0V 5 / 6
8.5-0-8.5V 0.15A. 6.0-0-6.0V 3 / 4 / 6 4-5 1 / 2
17.0V 0.15A. 12.0V 3 / 6 4-5 1 / 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 113 gms.
Dimensions in millimetres

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 30.80
D2 20.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 300mA. 100033



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

12.8V 0.18A. 9.0V 3 / 6 3-5 | 4-6 1 / 2
12.8V 0.09A. 9.0V 3 / 4 1 / 2
12.8V 0.09A. 9.0V 5 / 6
12.8-0-12.8V 0.09A. 9.0-0-9.0V 3 / 4 / 6 4-5 1 / 2
25.6V 0.09A. 18.0V 3 / 6 4-5 1 / 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 111 gms.
Dimensions in millimetres

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 30.80
D2 20.00

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 180mA. 100034



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.7V 0.14A. 11.8V 3 / 6 3-5 | 4-6 1 / 2
14.7V 0.07A. 11.8V 3 / 4 1 / 2
14.7V 0.07A. 11.8V 5 / 6
14.7-0-14.7V 0.07A. 11.8-0-11.8V 3 / 4 / 6 4-5 1 / 2
29.4V 0.07A. 23.6V 3 / 6 4-5 1 / 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 110 gms.
Dimensions in millimetres

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 30.80
D2 20.00

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 140mA.100035-2



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

7.5V 0.60A 6.1V 5 / 8 5-7 | 6-8 1 / 4
7.5V 0.30A 6.1V 5 / 6 1 / 4
7.5V 0.30A 6.1V 7 / 8
7.5-0-7.5V 0.30A 6.1-0-6.1V 5 / 6 / 8 6-7 1 / 4
8.3V 0.60A 6.8V 5 / 8 5-7 | 6-8 1 / 3
8.3V 0.30A 6.8V 5 / 6 1 / 3
8.3V 0.30A 6.8V 7 / 8
8.3-0-8.3V 0.30A 6.8-0-6.8V 5 / 6 / 8 6-7 1 / 3
15.0V 0.30A 12.2V 5 / 8 6-7 1 / 4
16.7V 0.30A 13.7V 5 / 8 6-7 1 / 3

2
5

4

3

6

7

8

1

130ºC 1A250V
Thermal Cutoff

A2
A1

C1

D2

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

Weight : 182 gms.
Dimensions in millimetres

PIN# 1-2 10.00
PIN# 2-3 10.00
PIN# 3-4 5.00
PIN# 5-6 5.00
PIN# 6-7 15.00
PIN# 7-8 5.00
A1 45.50
A2 38.50
C1 32.00
D2 25.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 600mA. 100036



2
5

4

3

6

7

8

1

130ºC 1A250V
Thermal Cutoff

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

11.1V 0.40A 9.1V 5 / 8 5-7 | 6-8 1 / 4
11.1V 0.20A 9.1V 5 / 6 1 / 4
11.1V 0.20A 9.1V 7 / 8
11.1-0-11.1V 0.30A 9.1-0-9.1V 5 / 6 / 8 6-7 1 / 4
12.3V 0.40A 10.3V 5 / 8 5-7 | 6-8 1 / 3
12.3V 0.20A 10.3V 5 / 6 1 / 3
12.3V 0.20A 10.3V 7 / 8
12.3-0-12.3V 0.20A 10.3-0-10.3V 5 / 6 / 8 6-7 1 / 3
22.3V 0.20A 18.3V 5 / 8 6-7 1 / 4
24.7V 0.20A 20.6V 5 / 8 6-7 1 / 3

A2
A1

C1

D2

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

Weight : 182 gms.
Dimensions in millimetres

PIN# 1-2 10.00
PIN# 2-3 10.00
PIN# 3-4 5.00
PIN# 5-6 5.00
PIN# 6-7 15.00
PIN# 7-8 5.00
A1 45.50
A2 38.50
C1 32.00
D2 25.00

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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5

4

3

6

7

8

1

130ºC 1A250V
Thermal Cutoff

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.9V 0.30A 12.2V 5 / 8 5-7 | 6-8 1 / 4
14.9V 0.15A 12.2V 5 / 6 1 / 4
14.9V 0.15A 12.2V 7 / 8
14.9-0-14.9V 0.15A 12.2-0-12.2V 5 / 6 / 8 6-7 1 / 4
16.6V 0.15A 13.7V 5 / 8 5-7 | 6-8 1 / 3
16.6V 0.15A 13.7V 5 / 6 1 / 3
16.6V 0.15A 13.7V 7 / 8
16.6-0-16.6V 0.15A 13.7-0-13.7V 5 / 6 / 8 6-7 1 / 3
29.9V 0.15A 24.4V 5 / 8 6-7 1 / 4
33.2V 0.15A 27.4V 5 / 8 6-7 1 / 3

A2
A1

C1

D2

Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

Weight : 182 gms.
Dimensions in millimetres

PIN# 1-2 10.00
PIN# 2-3 10.00
PIN# 3-4 5.00
PIN# 5-6 5.00
PIN# 6-7 15.00
PIN# 7-8 5.00
A1 45.50
A2 38.50
C1 32.00
D2 25.00

1 2 3 4

5 6 7 8

5.00

COPPER  SIDE

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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3

4

5

6

1

2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

17.0V 0.06A. 13.8V 3 / 6 3-5 | 4-6 1 / 2
17.0V 0.03A. 13.8V 3 / 4 1 / 2
17.0V 0.03A. 13.8V 5 / 6
17.0-0-17.0V 0.03A. 13.8-0-13.8V 3 / 4 / 6 4-5 1 / 2
34.0V 0.03A. 27.6V 3 / 6 4-5 1 / 2

3

4

5

6

1

2

A2
A1

C1

D2

1 2

3 4 5 6

5.00

COPPER  SIDE

Weight : 105 gms.
Dimensions in millimetres

PIN# 1-2 20.00
PIN# 3-4 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
A1 33.00
A2 28.00
C1 30.50
D2 20.00

Features:
PCB mount
4 output formats in one unit
( Note :one format at a time )

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

13.2V 3.00A. 12.4V 6 / 9 6-8 | 7-9 1 / 5
13.7V 3.00A. 12.9V 6 / 9 6-8 | 7-9 1 / 4
14.2V 3.00A. 13.4V 6 / 9 6-8 | 7-9 1 / 3
13.2V 1.50A. 12.4V 6 / 7 - 1 / 5
13.2V 1.50A. 12.4V 8 / 9 -
13.7V 1.50A. 12.9V 6 / 7 - 1 / 4
13.7V 1.50A. 12.9V 8 / 9 -
14.2V 1.50A. 13.4V 6 / 7 - 1 / 3
14.2V 1.50A. 13.4V 8 / 9 -
13.2-0-13.2V 1.50A. 12.4-0-12.4V 6 / 7 / 9 7-8 1 / 5
13.7-0-13.7V 1.50A. 12.9-0-12.9V 6 / 7 / 9 7-8 1 / 4
14.2-0-14.2V 1.50A. 13.4-0-13.4V 6 / 7 / 9 7-8 1 / 3
26.4V 1.50A. 24.8V 6 / 9 7-8 1 / 5
27.5V 1.50A. 25.9V 6 / 9 7-8 1 / 4
28.5V 1.50A. 26.9V 6 / 9 7-8 1 / 3

1

9

6

7

8

5

4

3

130ºC 1A250V
Thermal Cutoff

2
A2

A1

C1

D2

Weight : 1057 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

PIN# 1-2 15.00
PIN# 2-3 10.00
PIN# 3-4 5.00
PIN# 4-5 5.00
PIN# 6-7 10.00
PIN# 7-8 15.00
PIN# 8-9 10.00
A1 88.00
A2 60.00
C1 61.50
D2 35.00

1 2 3 4 5

6 7 8 9

5.0

COPPER  SIDE

78.0

48.0

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

20.0V 2.00A. 18.8V 6 / 9 6-8 | 7-9 1 / 5
20.7V 2.00A. 19.5V 6 / 9 6-8 | 7-9 1 / 4
21.6V 2.00A. 20.3V 6 / 9 6-8 | 7-9 1 / 3
20.0V 1.00A. 18.8V 6 / 7 - 1 / 5
20.0V 1.00A. 18.8V 8 / 9 -
20.7V 1.00A. 19.5V 6 / 7 - 1 / 4
20.7V 1.00A. 19.5V 8 / 9 -
21.6V 1.00A. 20.3V 6 / 7 - 1 / 3
21.6V 1.00A. 20.3V 8 / 9 -
20.0-0-20.0V 1.00A. 18.8-0-18.8V 6 / 7 / 9 7-8 1 / 5
20.7-0-20.7V 1.00A. 19.5-0-19.5V 6 / 7 / 9 7-8 1 / 4
21.6-0-21.6V 1.00A. 20.3-0-20.3V 6 / 7 / 9 7-8 1 / 3
40.1V 1.00A. 37.7V 6 / 9 7-8 1 / 5
41.5V 1.00A. 39.1V 6 / 9 7-8 1 / 4
43.2V 1.00A. 40.7V 6 / 9 7-8 1 / 3

1

9

6

7

8

5

4

3

130ºC 1A250V
Thermal Cutoff

2
A2

A1

C1

D2

Weight : 1037 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

PIN# 1-2 15.00
PIN# 2-3 10.00
PIN# 3-4 5.00
PIN# 4-5 5.00
PIN# 6-7 10.00
PIN# 7-8 15.00
PIN# 8-9 10.00
A1 88.00
A2 60.00
C1 61.50
D2 35.00

1 2 3 4 5

6 7 8 9

5.0

COPPER  SIDE

78.0

48.0

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

25.9V 1.50A. 24.3V 6 / 9 6-8 | 7-9 1 / 5
27.0V 1.50A. 25.4V 6 / 9 6-8 | 7-9 1 / 4
28.0V 1.50A. 26.4V 6 / 9 6-8 | 7-9 1 / 3
25.9V 0.75A. 24.3V 6 / 7 - 1 / 5
25.9V 0.75A. 24.3V 8 / 9 -
27.0V 0.75A. 25.4V 6 / 7 - 1 / 4
27.0V 0.75A. 25.4V 8 / 9 -
28.0V 0.75A. 26.4V 6 / 7 - 1 / 3
28.0V 0.75A. 26.4V 8 / 9 -
25.9-0-25.9V 0.75A. 24.3-0-24.3V 6 / 7 / 9 7-8 1 / 5
27.0-0-27.0V 0.75A. 25.4-0-25.4V 6 / 7 / 9 7-8 1 / 4
28.0-0-28.0V 0.75A. 26.4-0-26.4V 6 / 7 / 9 7-8 1 / 3
51.8V 0.75A. 48.7V 6 / 9 7-8 1 / 5
54.0V 0.75A. 50.8V 6 / 9 7-8 1 / 4
56.1V 0.75A. 52.8V 6 / 9 7-8 1 / 3

1

9

6

7

8

5

4

3

130ºC 1A250V
Thermal Cutoff

2
A2

A1

C1

D2

Weight : 1034 gms.
Dimensions in millimetres

Features:
PCB mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

PIN# 1-2 15.00
PIN# 2-3 10.00
PIN# 3-4 5.00
PIN# 4-5 5.00
PIN# 6-7 10.00
PIN# 7-8 15.00
PIN# 8-9 10.00
A1 88.00
A2 60.00
C1 61.50
D2 35.00

1 2 3 4 5

6 7 8 9

5.0

COPPER  SIDE

78.0

48.0

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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D2

A1
B1

B3
B2

C1

A2

4

1

2

3

5

6

7

8

PIN1-2 22.86
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 10.16
PIN7-8 15.24
A1 78.00
A2 65.00
B1 62.00
B2 48.60
B3 61.20
C1 59.00
D2 40.00

Weight : 1270 gms.
Dimensions in millimetres

COPPER  SIDE

1 2 3 4

5.08

5 6 7 8

7.62

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

No load (AC) Full load(AC)
Volt Volt Amp.
6.0 5.5 8.00
6.5 6.0 8.00
7.0 6.5 8.00
6.0 5.5 4.00
6.0 5.5 4.00
6.5 6.0 4.00
6.5 6.0 4.00
7.0 6.5 4.00
7.0 6.5 4.00
6.0-0-6.0 5.5-0-5.5 4.00
6.5-0-6.5 6.0-0-6.0 4.00
7.0-0-7.0 6.5-0-6.5 4.00
12.0 11.0 4.00
13.0 12.0 4.00
14.0 13.0 4.00

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com

Page  59

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 8000mA. 000201



D2

A1
B1

B3
B2

C1

A2

4

1

2

3

5

6

7

8

PIN1-2 22.86
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 10.16
PIN7-8 15.24
A1 78.00
A2 65.00
B1 62.00
B2 48.60
B3 61.20
C1 59.00
D2 40.00

Weight : 1270 gms.
Dimensions in millimetres

COPPER  SIDE

1 2 3 4

5.08

5 6 7 8

7.62

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

No load Full load(AC)
Volt Volt Amp.
11.0 10.0 4.40
12.0 11.0 4.40
13.0 12.0 4.40
11.0 10.0 2.20
11.0 10.0 2.20
12.0 11.0 2.20
12.0 11.0 2.20
13.0 12.0 2.20
13.0 12.0 2.20
11.0-0-11.0 10.0-0-10.0 2.20
12.0-0-12.0 11.0-0-11.0 2.20
13.0-0-13.0 12.0-0-12.0 2.20
22.0 20.0 2.20
24.0 22.0 2.20
26.0 24.0 2.20

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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No load Full load(AC)
Volt Volt Amp.
16.5 15.0 3.00
18.0 16.5 3.00
19.5 18.0 3.00
16.5 15.0 1.50
16.5 15.0 1.50
18.0 16.5 1.50
18.0 16.5 1.50
19.5 18.0 1.50
19.5 18.0 1.50
16.5-0-16.5 15.0-0-15.0 1.50
18.0-0-18.0 16.5-0-16.5 1.50
19.5-0-19.5 18.0-0-18.0 1.50
33.0 30.0 1.50
36.0 33.0 1.50
39.0 36.0 1.50

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

D2

A1
B1

B3
B2

C1

A2

4

1

2

3

5

6

7

8

PIN1-2 22.86
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 10.16
PIN7-8 15.24
A1 78.00
A2 65.00
B1 62.00
B2 48.60
B3 61.20
C1 59.00
D2 40.00

Weight : 1270 gms.
Dimensions in millimetres

COPPER  SIDE

1 2 3 4

5.08

5 6 7 8

7.62

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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4

1

2

3

5

6

7

8

D2

A1
B1

B3
B2

C1

A2

Weight : 1620 gms.
Dimensions in millimetres

PIN1-2 30.48
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 15.24
PIN7-8 15.24
A1 89.00
A2 75.00
B1 62.00
B2 48.60
B3 60.00
C1 61.00
D2 45.00

COPPER  SIDE

1 2 3 4

5.08

5 6 7  8

7.62

No load Full load(AC)
Volt Volt Amp.
6.0 5.5 12.00
6.5 6.0 12.00
7.0 6.5 12.00
6.0 5.5 6.00
6.0 5.5 6.00
6.5 6.0 6.00
6.5 6.0 6.00
7.0 6.5 6.00
7.0 6.5 6.00
6.0-0-6.0 5.5-0-5.5 6.00
6.5-0-6.5 6.0-0-6.0 6.00
7.0-0-7.0 6.5-0-6.5 6.00
12.0 11.0 6.00
13.0 12.0 6.00
14.0 13.0 6.00

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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No load Full load(AC)
Volt Volt Amp.
11.0 10.0 6.20
12.0 11.0 6.20
13.0 12.0 6.20
11.0 10.0 3.10
11.0 10.0 3.10
12.0 11.0 3.10
12.0 11.0 3.10
13.0 12.0 3.10
13.0 12.0 3.10
11.0-0-11.0 10.0-0-10.0 3.10
12.0-0-12.0 11.0-0-11.0 3.10
13.0-0-13.0 12.0-0-12.0 3.10
22.0 20.0 3.10
24.0 22.0 3.10
26.0 24.0 3.10

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

4

1

2

3

5

6

7

8

D2

A1
B1

B3
B2

C1

A2

Weight : 1620 gms.
Dimensions in millimetres

PIN1-2 30.48
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 15.24
PIN7-8 15.24
A1 89.00
A2 75.00
B1 62.00
B2 48.60
B3 60.00
C1 61.00
D2 45.00

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

COPPER  SIDE

1 2 3 4

5.08

5 6 7  8

7.62
Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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No load Full load(AC)
Volt Volt Amp.
16.5 15.0 4.00
18.0 16.5 4.00
19.5 18.0 4.00
16.5 15.0 2.00
16.5 15.0 2.00
18.0 16.5 2.00
18.0 16.5 2.00
19.5 18.0 2.00
19.5 18.0 2.00
16.5-0-16.5 15.0-0-15.0 2.00
18.0-0-18.0 16.5-0-16.5 2.00
19.5-0-19.5 18.0-0-18.0 2.00
33.0 30.0 2.00
36.0 33.0 2.00
39.0 36.0 2.00

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

4

1

2

3

5

6

7

8

D2

A1
B1

B3
B2

C1

A2

Weight : 1620 gms.
Dimensions in millimetres

PIN1-2 30.48
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 15.24
PIN7-8 15.24
A1 89.00
A2 75.00
B1 62.00
B2 48.60
B3 60.00
C1 61.00
D2 45.00

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

COPPER  SIDE

1 2 3 4

5.08

5 6 7  8

7.62
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COPPER  SIDE

1 2 3 4

5.08

5 6 7 8

7.62

D2

A1
B1

B3
B2

C1

A2

No load Full load(AC)
Volt Volt Amp.
6.0 5.5 20.00
6.5 6.0 20.00
7.0 6.5 20.00
6.0 5.5 10.00
6.0 5.5 10.00
6.5 6.0 10.00
6.5 6.0 10.00
7.0 6.5 10.00
7.0 6.5 10.00
6.0-0-6.0 5.5-0-5.5 10.00
6.5-0-6.5 6.0-0-6.0 10.00
7.0-0-7.0 6.5-0-6.5 10.00
12.0 11.0 10.00
13.0 12.0 10.00
14.0 13.0 10.00

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

PIN1-2 30.48
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 15.24
PIN7-8 15.24
A1 89.00
A2 75.00
B1 62.00
B2 58.50
B3 72.00
C1 75.00
D2 45.00

Weight : 2260 gms.
Dimensions in millimetres
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Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 20.000 A. 000210



No load Full load(AC)
Volt Volt Amp.
11.0 10.0 10.00
12.0 11.0 10.00
13.0 12.0 10.00
11.0 10.0 5.00
11.0 10.0 5.00
12.0 11.0 5.00
12.0 11.0 5.00
13.0 12.0 5.00
13.0 12.0 5.00
11.0-0-11.0 10.0-0-10.0 5.00
12.0-0-12.0 11.0-0-11.0 5.00
13.0-0-13.0 12.0-0-12.0 5.00
22.0 20.0 5.00
24.0 22.0 5.00
26.0 24.0 5.00

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

COPPER  SIDE

1 2 3 4

5.08

5 6 7 8

7.62

D2

A1
B1

B3
B2

C1

A2

PIN1-2 30.48
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 15.24
PIN7-8 15.24
A1 89.00
A2 75.00
B1 62.00
B2 58.50
B3 72.00
C1 75.00
D2 45.00

4

1

2

3

5

6

7

8

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )
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Weight : 2260 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 10.000 A.000211



No load Full load(AC)
Volt Volt Amp.
17.5 16.5 6.00
19.0 18.0 6.00
20.5 19.5 6.00
17.5 16.5 3.00
17.5 16.5 3.00
19.0 18.0 3.00
19.0 18.0 3.00
20.5 19.5 3.00
20.5 19.5 3.00
17.5-0-17.5 16.5-0-16.5 3.00
19.0-0-19.0 18.0-0-18.0 3.00
20.5-0-20.5 19.5-0-19.5 3.00
35.0 33.0 3.00
38.0 36.0 3.00
41.0 39.0 3.00

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
5 | 8 5-7  |  6-8 1 | 4
5 | 8 5-7  |  6-8 1 | 3
5 | 8 5-7  |  6-8 1 | 2
5 | 6 - 1 | 4
7 | 8 -
5 | 6 - 1 | 3
7 | 8 -
5 | 6 - 1 | 2
7 | 8 -
5 | 6 | 8 6-7 1 | 4
5 | 6 | 8 6-7 1 | 3
5 | 6 | 8 6-7 1 | 2
5 | 8 6-7 1 | 4
5 | 8 6-7 1 | 3
5 | 8 6-7 1 | 2

COPPER  SIDE

1 2 3 4

5.08

5 6 7 8

7.62

D2

A1
B1

B3
B2

C1

A2

PIN1-2 30.48
PIN2-3 7.62
PIN3-4 7.62
PIN5-6 15.24
PIN6-7 15.24
PIN7-8 15.24
A1 89.00
A2 75.00
B1 62.00
B2 58.50
B3 72.00
C1 75.00
D2 45.00

4

1

2

3

5

6

7

8

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )
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Weight : 2260 gms.
Dimensions in millimetres

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 6.000 A. 000212
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8 9 10 11

7.62

5.08

1 2 3 4 5 6 7

COPPER  SIDE

No load Full load(AC)
Volt Volt Amp.
13.8V 12.5V 12.6A
13.8V 13.0V 0.5A
13.8V 12.5V 6.3A
13.8V 12.5V 6.3A
13.8V 13.0V 0.5A
13.8-0-13.8V 12.5-0-12.5V 6.3A
13.8V 13.0V 0.5A
14.5V 13.2V 12.6A
14.5V 13.7V 0.5A
14.5V 13.2V 6.3A
14.5V 13.2V 6.3A
14.5V 13.7V 0.5A
14.5-0-14.5V 13.2-0-13.2V 6.3A
14.5V 13.2V 0.5A
15.3V 14.0V 12.6A
15.3V 14.4V 0.5A
15.3V 14.0V 6.3A
15.3V 14.0V 6.3A
15.3V 14.4V 0.5A
15.3-0-15.3V 14.0-0-14.0V 6.3A
15.3V 14.4V 0.5A
27.6V 25.0V 6.3A
13.8V 13.0V 0.5A
29.0V 26.4V 6.3A
14.5V 13.7V 0.5A
30.6V 28.0V 6.3A
15.3V 14.4V 0.5A

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
8 / 11 8-10 | 9-11 1 / 5
6 / 7 -
8 / 9 - 1 / 5
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 5
6 / 7 -
8 / 11 8-10 | 9-11 1 / 4
6 / 7 -
8 / 9 - 1 / 4
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 4
6 / 7 -
8 / 11 8-10 | 9-11 1 / 3
6 / 7 -
8 / 9 - 1 / 3
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 3
6 / 7 -
8 / 9 / 11 9-10 1 / 5
6 / 7 -
8 / 9 / 11 9-10 1 / 4
6 / 7 -
8 / 9 / 11 9-10 1 / 3
6 / 7 -

D2

A1
B1

B3
B2

C1

A2

PIN1-2 10.16
PIN2-3 10.16
PIN3-4 10.16
PIN4-5 10.16
PIN5-6 10.16
PIN6-7 5.08
PIN8-9 15.24
PIN9-10 22.86
PIN10-11 15.24

A1 96.50
A2 80.50
B1 62.00
B2 74.00
B3 87.00
C1 82.50
D2 52.50

Weight : 2800 gms.
Dimensions in millimetres

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 12.600 A.000217



No load Full load(AC)
Volt Volt Amp.
27.7V 25.5V 6.2A
13.8V 13.0V 0.5A
27.7V 25.5V 3.1A
27.7V 25.5V 3.1A
13.8V 13.0V 0.5A
27.7-0-27.7V 25.5-0-25.5V 3.1A
13.8V 13.0V 0.5A
29.2V 27.0V 6.2A
14.5V 13.7V 0.5A
29.2V 27.0V 3.1A
29.2V 27.0V 3.1A
14.5V 13.7V 0.5A
29.2-0-29.2V 27.0-0-27.0V 3.1A
14.5V 13.7V 0.5A
30.7V 28.5V 6.2A
15.3V 14.4V 0.5A
30.7V 28.5V 3.1A
30.7V 28.5V 3.1A
15.3V 14.4V 0.5A
30.7-0-30.7V 28.5-0-28.5V 3.1A
15.3V 14.4V 0.5A
55.4V 51.0V 3.1A
13.8V 13.0V 0.5A
58.4V 54.0V 3.1A
14.5V 13.7V 0.5A
61.4V 57.0V 3.1A
15.3V 14.4V 0.5A

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
8 / 11 8-10 | 9-11 1 / 5
6 / 7 -
8 / 9 - 1 / 5
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 5
6 / 7 -
8 / 11 8-10 | 9-11 1 / 4
6 / 7 -
8 / 9 - 1 / 4
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 4
6 / 7 -
8 / 11 8-10 | 9-11 1 / 3
6 / 7 -
8 / 9 - 1 / 3
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 3
6 / 7 -
8 / 9 / 11 9-10 1 / 5
6 / 7 -
8 / 9 / 11 9-10 1 / 4
6 / 7 -
8 / 9 / 11 9-10 1 / 3
6 / 7 -
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8 9 10 11

7.62

5.08

1 2 3 4 5 6 7

COPPER  SIDE

D2

A1
B1

B3
B2

C1

A2

PIN1-2 10.16
PIN2-3 10.16
PIN3-4 10.16
PIN4-5 10.16
PIN5-6 10.16
PIN6-7 5.08
PIN8-9 15.24
PIN9-10 22.86
PIN10-11 15.24

A1 96.50
A2 80.50
B1 62.00
B2 74.00
B3 87.00
C1 82.50
D2 52.50

Weight : 2800 gms.
Dimensions in millimetres

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 25V 6.200 A. 000218



No load Full load(AC)
Volt Volt Amp.
41.5V 38.2V 4.4A
13.8V 13.0V 0.5A
41.5V 38.2V 2.2A
41.5V 38.2V 2.2A
13.8V 13.0V 0.5A
41.5-0-41.5V 38.2-0-38.2V 2.2A
13.8V 13.0V 0.5A
43.8V 40.5V 4.4A
14.5V 13.7V 0.5A
43.8V 40.5V 2.2A
43.8V 40.5V 2.2A
14.5V 13.7V 0.5A
43.8-0-43.8V 40.5-0-40.5V 2.2A
14.5V 13.7V 0.5A
46.0V 42.6V 4.4A
15.3V 14.4V 0.5A
46.0V 42.6V 2.2A
46.0V 42.6V 2.2A
15.3V 14.4V 0.5A
46.0-0-46.0V 42.6-0-42.6V 2.2A
15.3V 14.4V 0.5A
83.0V 76.4V 2.2A
13.8V 13.0V 0.5A
87.6V 81.0V 2.2A
14.5V 13.7V 0.5A
92.0V 85.2V 2.2A
15.3V 14.4V 0.5A

OUTPUT JUMPER INPUT(220V)
Terminals to connect Terminals
8 / 11 8-10 | 9-11 1 / 5
6 / 7 -
8 / 9 - 1 / 5
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 5
6 / 7 -
8 / 11 8-10 | 9-11 1 / 4
6 / 7 -
8 / 9 - 1 / 4
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 4
6 / 7 -
8 / 11 8-10 | 9-11 1 / 3
6 / 7 -
8 / 9 - 1 / 3
10 / 11  -
6 / 7  -
8 / 9 / 11 9-10 1 / 3
6 / 7 -
8 / 9 / 11 9-10 1 / 5
6 / 7 -
8 / 9 / 11 9-10 1 / 4
6 / 7 -
8 / 9 / 11 9-10 1 / 3
6 / 7 -
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COPPER  SIDE

D2

A1
B1

B3
B2

C1

A2

PIN1-2 10.16
PIN2-3 10.16
PIN3-4 10.16
PIN4-5 10.16
PIN5-6 10.16
PIN6-7 5.08
PIN8-9 15.24
PIN9-10 22.86
PIN10-11 15.24

A1 96.50
A2 80.50
B1 62.00
B2 74.00
B3 87.00
C1 82.50
D2 52.50

Weight : 2800 gms.
Dimensions in millimetres

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )
130ºC Thermal Cut-off
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 38V 4.400 A. 000219



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.9V 0.60A 9.1V 5 / 8 5-7 | 6-8 1 / 4
10.9V 0.30A 9.1V 5 / 6 1 / 4
10.9V 0.30A 9.1V 7 / 8
10.9-0-10.9V 0.30A 9.1-0-9.1V 5 / 6 / 8 6-7 1 / 4
12.1V 0.60A 10.3V 5 / 8 5-7 | 6-8 1 / 3
12.1V 0.30A 10.3V 5 / 6 1 / 3
12.1V 0.30A 10.3V 7 / 8
12.1-0-12.1V 0.30A 10.3-0-10.3V 5 / 6 / 8 6-7 1 / 3
21.9V 0.30A 18.3V 5 / 8 6-7 1 / 4
24.3V 0.30A 20.6V 5 / 8 6-7 1 / 3

PIN# 1-2  5.00
PIN# 2-3 15.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 36.00
D2 27.50
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 260 gms.
Dimensions in millimetres

1 2 3 4

  5 6 7 8

COPPER  SIDE

5.00

A2A1

D2

C1

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 600 mA. 000401



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.0V 0.44A 12.1V 5 / 8 5-7 | 6-8 1 / 4
14.0V 0.22A 12.1V 5 / 6 1 / 4
14.0V 0.22A 12.1V 7 / 8
14.0-0-14.0V 0.22A 12.1-0-12.1V 5 / 6 / 8 6-7 1 / 4
15.5V 0.44A 13.3V 5 / 8 5-7 | 6-8 1 / 3
15.5V 0.22A 13.3V 5 / 6 1 / 3
15.5V 0.22A 13.3V 7 / 8
15.5-0-15.5V 0.22A 13.3-0-13.3V 5 / 6 / 8 6-7 1 / 3
28.0V 0.22A 24.2V 5 / 8 6-7 1 / 4
31.0V 0.22A 26.7V 5 / 8 6-7 1 / 3

PIN# 1-2  5.00
PIN# 2-3 15.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 36.00
D2 27.50
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 260 gms.
Dimensions in millimetres

1 2 3 4

  5 6 7 8

COPPER  SIDE

5.00
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 440 mA. 000402



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

21.5V 0.30A 18.0V 5 / 8 5-7 | 6-8 1 / 4
21.5V 0.15A 18.0V 5 / 6 1 / 4
21.5V 0.15A 18.0V 7 / 8
21.5-0-21.5V 0.15A 18.0-0-18.0V 5 / 6 / 8 6-7 1 / 4
23.9V 0.30A 19.9V 5 / 8 5-7 | 6-8 1 / 3
23.9V 0.15A 19.9V 5 / 6 1 / 3
23.9V 0.15A 19.9V 7 / 8
23.9-0-23.9V 0.15A 19.9-0-19.9V 5 / 6 / 8 6-7 1 / 3
43.1V 0.15A 36.1V 5 / 8 6-7 1 / 4
47.8V 0.15A 39.8V 5 / 8 6-7 1 / 3

PIN# 1-2  5.00
PIN# 2-3 15.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 5.00
PIN# 7-8 10.00
A1 48.00
A2 40.00
C1 36.00
D2 27.50
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 260 gms.
Dimensions in millimetres

1 2 3 4

  5 6 7 8

COPPER  SIDE

5.00
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 300 mA. 000403



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.0V 1.20A 12.1V 7 / 11 7-10 | 8-11 1 / 6
14.0V 0.60A 12.1V 7 / 8 1 / 6
14.0V 0.60A 12.1V 10 / 11
14.0-0-14.0V 0.60A 12.1-0-12.1V 7 / 8 / 11 8-10 1 / 6
15.5V 0.60A 13.6V 7 / 11 7-10 | 8-11 1 / 5
15.5V 0.60A 13.6V 7 / 8 1 / 5
15.5V 0.60A 13.6V 10 / 11
15.5-0-15.5V 0.60A 13.6-0-13.6V 7 / 8 / 11 8-10 1 / 5
28.0V 0.60A 24.3V 7 / 11 8-10 1 / 6
31.0V 0.60A 27.2V 7 / 11 8-10 1 / 5

PIN# 1-2  5.00
PIN# 2-3 5.00
PIN# 3-4 10.00
PIN# 4-5 5.00
PIN# 5-6 5.00
PIN# 7-8 10.00
PIN# 8-9 5.00
PIN# 9-10 5.00
PIN# 10-11 10.00
A1 54.10
A2 45.50
C1 46.00
D2 30.00
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 479 gms.
Dimensions in millimetres
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Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 1200 mA.000404



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

21.8V 0.80A 18.7V 7 / 11 7-10 | 8-11 1 / 6
21.8V 0.40A 18.7V 7 / 8 1 / 6
21.8V 0.40A 18.7V 10 / 11
21.8-0-21.8V 0.40A 18.7-0-18.7V 7 / 8 / 11 8-10 1 / 6
24.2V 0.40A 21.0V 7 / 11 7-10 | 8-11 1 / 5
24.2V 0.40A 21.0V 7 / 8 1 / 5
24.2V 0.40A 21.0V 10 / 11
24.2-0-24.2V 0.40A 21.0-0-21.0V 7 / 8 / 11 8-10 1 / 5
43.6V 0.40A 37.5V 7 / 11 8-10 1 / 6
48.4V 0.40A 42.0V 7 / 11 8-10 1 / 5

PIN# 1-2  5.00
PIN# 2-3 5.00
PIN# 3-4 10.00
PIN# 4-5 5.00
PIN# 5-6 5.00
PIN# 7-8 10.00
PIN# 8-9 5.00
PIN# 9-10 5.00
PIN# 10-11 10.00
A1 54.10
A2 45.50
C1 46.00
D2 30.00
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 479 gms.
Dimensions in millimetres
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No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

27.8V 0.60A 24.2V 7 / 11 7-10 | 8-11 1 / 6
27.8V 0.30A 24.2V 7 / 8 1 / 6
27.8V 0.30A 24.2V 10 / 11
27.8-0-27.8V 0.30A 24.2-0-24.2V 7 / 8 / 11 8-10 1 / 6
30.8V 0.30A 27.1V 7 / 11 7-10 | 8-11 1 / 5
30.8V 0.30A 27.1V 7 / 8 1 / 5
30.8V 0.30A 27.1V 10 / 11
30.8-0-30.8V 0.30A 27.1-0-27.1V 7 / 8 / 11 8-10 1 / 5
55.6V 0.30A 48.4V 7 / 11 8-10 1 / 6
61.7V 0.30A 54.2V 7 / 11 8-10 1 / 5

PIN# 1-2  5.00
PIN# 2-3 5.00
PIN# 3-4 10.00
PIN# 4-5 5.00
PIN# 5-6 5.00
PIN# 7-8 10.00
PIN# 8-9 5.00
PIN# 9-10 5.00
PIN# 10-11 10.00
A1 54.10
A2 45.50
C1 46.00
D2 30.00

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Features:
PCB mount
8 output formats in one unit
( Note :one format at a time )

Weight : 479 gms.
Dimensions in millimetres

1 2 3 4 5 6

 7 8 9 10 11

5.00

COPPER  SIDE

6

5

2

1

11

10

8

7

4

3

9

A2A1

D2

C1

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 24V 600 mA. 000406



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.4V 0.50A. 9.2V 4 / 7 4-5 | 6-7 1 / 3
10.4V 0.25A. 9.2V 4 / 6 1 / 3
10.4V 0.25A. 9.2V 5 / 7
10.4-0-10.4V 0.25A. 9.2-0-9.2V 4 / 5 / 7 5-6 1 / 3
10.8V 0.50A. 9.6V 4 / 7 4-5 | 6-7 1 / 2
10.8V 0.25A. 9.6V 4 / 6 1 / 2
10.8V 0.25A. 9.6V  5 / 7
10.8-0-10.8V 0.25A. 9.6-0-9.6V 4 / 5 / 7 5-6 1 / 2
20.8V 0.25A. 18.4V 4 / 7 5-6 1 / 3
21.7V 0.25A. 19.3V 4 / 7 5-6 1 / 2

A1

A3

B1

A2C1

B3

D2

PIN# 1-2  20.00
PIN# 2-3 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
PIN# 6-7 10.00
A1 50.50
A2 43.50
A3 73.00
B1 62.00
B3 19.00
C1 49.50
D2 27.50

7

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 282 gms.
Dimensions in millimetres

4 5 6 7

  1 2 3

COPPER  SIDE

5.00

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 500 mA. 000301



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

13.8V 0.40A. 12.2V 4 / 7 4-5 | 6-7 1 / 3
13.8V 0.20A. 12.2V 4 / 6 1 / 3
13.8V 0.20A. 12.2V 5 / 7
13.8-0-13.8V 0.20A. 12.2-0-12.2V 4 / 5 / 7 5-6 1 / 3
14.4V 0.40A. 12.8V 4 / 7 4-5 | 6-7 1 / 2
14.4V 0.20A. 12.8V 4 / 6 1 / 2
14.4V 0.20A. 12.8V  5 / 7
14.4-0-14.4V 0.20A. 12.8-0-12.8V 4 / 5 / 7 5-6 1 / 2
27.6V 0.20A. 24.5V 4 / 7 5-6 1 / 3
28.8V 0.20A. 25.6V 4 / 7 5-6 1 / 2

A1

A3

B1

A2C1

B3

D2

PIN# 1-2  20.00
PIN# 2-3 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
PIN# 6-7 10.00
A1 50.50
A2 43.50
A3 73.00
B1 62.00
B3 19.00
C1 49.50
D2 27.50

7

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 282 gms.
Dimensions in millimetres

4 5 6 7

  1 2 3

COPPER  SIDE

5.00

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 400 mA. 000302



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

21.2V 0.28A. 18.5V 4 / 7 4-5 | 6-7 1 / 3
21.2V 0.14A. 18.5V 4 / 6 1 / 3
21.2V 0.14A. 18.5V 5 / 7
21.2-0-21.2V 0.14A. 18.5-0-18.5V 4 / 5 / 7 5-6 1 / 3
22.1V 0.28A. 19.3V 4 / 7 4-5 | 6-7 1 / 3
22.1V 0.14A. 19.3V 4 / 6 1 / 3
22.1V 0.14A. 19.3V 5 / 7
22.1-0-22.1V 0.14A. 19.3-0-19.3V 4 / 5 / 7 5-6 1 / 3
42.4V 0.30A. 37.0V 4 / 7 5-6 1 / 3
44.2V 0.30A. 38.7V 4 / 7 5-6 1 / 2

A1

A3

B1

A2C1

B3

D2

PIN# 1-2  20.00
PIN# 2-3 5.00
PIN# 4-5 10.00
PIN# 5-6 5.00
PIN# 6-7 10.00
A1 50.50
A2 43.50
A3 73.00
B1 62.00
B3 19.00
C1 49.50
D2 27.50

7

4

5

6

3

1

2

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 282 gms.
Dimensions in millimetres

4 5 6 7

  1 2 3

COPPER  SIDE

5.00

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 280 mA. 000303



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.9V 0.90A. 9.4V 4 / 7 4-5 | 6-7 1 / 3
10.9V 0.45A. 9.4V 4 / 6 1 / 3
10.9V 0.45A. 9.4V 5 / 7
10.9-0-10.9V 0.45A. 9.4-0-9.4V 4 / 5 / 7 5-6 1 / 3
11.1V 0.90A. 10.0V 4 / 7 4-5 | 6-7 1 / 3
11.1V 0.45A. 10.0V 4 / 6 1 / 3
11.1V 0.45A. 10.0V 5 / 7
11.1-0-11.1V 0.45A. 10.0-0-10.0V 4 / 5 / 7 5-6 1 / 3
21.1V 0.45A. 18.9V 4 / 7 5-6 1 / 3
22.3V 0.45A. 20.0V 4 / 7 5-6 1 / 2

PIN# 1-2  20.00
PIN# 2-3 10.00
PIN# 4-5 10.00
PIN# 5-6 10.00
PIN# 6-7 10.00
A1 56.50
A2 49.00
A3 80.00
B1 68.00
B3 21.50
C1 53.50
D2 30.00

A1

A3

B1

A2C1

B3

D27

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 412 gms.
Dimensions in millimetres

4 5 6 7

1 2 3

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9V 900 mA. 000304



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

13.6V 0.70A. 12.3V 4 / 7 4-5 | 6-7 1 / 3
13.6V 0.35A. 12.3V 4 / 6 1 / 3
13.6V 0.35A. 12.3V 5 / 7
13.6-0-13.6V 0.35A. 12.3-0-12.3V 4 / 5 / 7 5-6 1 / 3
14.3V 0.70A. 12.9V 4 / 7 4-5 | 6-7 1 / 2
14.3V 0.35A. 12.9V 4 / 6 1 / 2
14.3V 0.35A. 12.9V  5 / 7
14.3-0-14.3V 0.35A. 12.9-0-12.9V 4 / 5 / 7 5-6 1 / 2
27.3V 0.35A. 24.6V 4 / 7 5-6 1 / 3
28.7V 0.35A. 25.9V 4 / 7 5-6 1 / 2

PIN# 1-2  20.00
PIN# 2-3 10.00
PIN# 4-5 10.00
PIN# 5-6 10.00
PIN# 6-7 10.00
A1 56.50
A2 49.00
A3 80.00
B1 68.00
B3 21.50
C1 53.50
D2 30.00

A1

A3

B1

A2C1

B3

D27

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 412 gms.
Dimensions in millimetres

4 5 6 7

1 2 3

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 700 mA. 000305



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

20.4V 0.50A. 18.3V 4 / 7 4-5 | 6-7 1 / 3
20.4V 0.25A. 18.3V 4 / 6 1 / 3
20.4V 0.25A. 18.3V 5 / 7
20.4-0-20.4V 0.25A. 18.3-0-18.3V 4 / 5 / 7 5-6 1 / 3
21.5V 0.50A. 19.3V 4 / 7 4-5 | 6-7 1 / 3
21.5V 0.25A. 19.3V 4 / 6 1 / 3
21.5V 0.25A. 19.3V 5 / 7
21.5-0-21.5V 0.25A. 19.3-0-19.3V 4 / 5 / 7 5-6 1 / 3
40.9V 0.25A. 36.7V 4 / 7 5-6 1 / 3
43.0V 0.25A. 38.7V 4 / 7 5-6 1 / 2

PIN# 1-2  20.00
PIN# 2-3 10.00
PIN# 4-5 10.00
PIN# 5-6 10.00
PIN# 6-7 10.00
A1 56.50
A2 49.00
A3 80.00
B1 68.00
B3 21.50
C1 53.50
D2 30.00

A1

A3

B1

A2C1

B3

D27

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 412 gms.
Dimensions in millimetres

4 5 6 7

1 2 3

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 500 mA. 000306



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

14.0V 1.20A. 12.3V 4 / 7 4-5 | 6-7 1 / 3
14.0V 0.60A. 12.3V 4 / 6 1 / 3
14.0V 0.60A. 12.3V 5 / 7
14.0-0-14.0V 0.60A. 12.3-0-12.3V 4 / 5 / 7 5-6 1 / 3
15.6V 1.20A. 13.7V 4 / 7 4-5 | 6-7 1 / 2
15.6V 0.60A. 13.7V 4 / 6 1 / 2
15.6V 0.60A. 13.7V  5 / 7
15.6-0-15.6V 0.60A. 13.7-0-13.7V 4 / 5 / 7 5-6 1 / 2
28.1V 0.60A. 24.6V 4 / 7 5-6 1 / 3
31.2V 0.60A. 27.5V 4 / 7 5-6 1 / 2

PIN# 1-2  20.00
PIN# 2-3 10.00
PIN# 4-5 10.00
PIN# 5-6 10.00
PIN# 6-7 10.00
A1 56.50
A2 49.00
A3 80.50
B1 68.00
B3 29.00
C1 60.50
D2 30.00

A1

A3

B1

A2C1

B3

D2

7

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 520 gms.
Dimensions in millimetres

4 5 6 7

1 2 3

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 12V 1200 mA.000307



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

21.0V 0.80A. 18.4V 4 / 7 4-5 | 6-7 1 / 3
21.0V 0.40A. 18.4V 4 / 6 1 / 3
21.0V 0.40A. 18.4V 5 / 7
21.0-0-21.0V 0.40A. 18.4-0-18.4V 4 / 5 / 7 5-6 1 / 3
23.3V 0.80A. 20.6V 4 / 7 4-5 | 6-7 1 / 2
23.3V 0.40A. 20.6V 4 / 6 1 / 2
23.3V 0.40A. 20.6V  5 / 7
23.3-0-23.3V 0.40A. 20.6-0-20.6V 4 / 5 / 7 5-6 1 / 2
42.0V 0.40A. 36.9V 4 / 7 5-6 1 / 3
46.6V 0.40A. 41.3V 4 / 7 5-6 1 / 2

PIN# 1-2  20.00
PIN# 2-3 10.00
PIN# 4-5 10.00
PIN# 5-6 10.00
PIN# 6-7 10.00
A1 56.50
A2 49.00
A3 80.50
B1 68.00
B3 29.00
C1 60.50
D2 30.00

A1

A3

B1

A2C1

B3

D2

7

4

5

6

3

1

2
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 520 gms.
Dimensions in millimetres

4 5 6 7

1 2 3

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18V 800 mA. 000308



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

27.9V 0.60A. 24.4V 4 / 7 4-5 | 6-7 1 / 3
27.9V 0.30A. 24.4V 4 / 6 1 / 3
27.9V 0.30A. 24.4V 5 / 7
27.9-0-27.9V 0.30A. 24.4-0-24.4V 4 / 5 / 7 5-6 1 / 3
31.0V 0.60A. 27.3V 4 / 7 4-5 | 6-7 1 / 3
31.0V 0.30A. 27.3V 4 / 6 1 / 3
31.0V 0.30A. 27.3V 5 / 7
31.0-0-31.0V 0.30A. 27.3-0-27.3V 4 / 5 / 7 5-6 1 / 3
55.9V 0.30A. 48.8V 4 / 7 5-6 1 / 3
62.0V 0.30A. 54.7V 4 / 7 5-6 1 / 2

PIN# 1-2  20.00
PIN# 2-3 10.00
PIN# 4-5 10.00
PIN# 5-6 10.00
PIN# 6-7 10.00
A1 56.50
A2 49.00
A3 80.50
B1 68.00
B3 29.00
C1 60.50
D2 30.00

A1

A3

B1

A2C1

B3

D2

7

4

5

6

3

1

2

Bangkok Transtek Ltd.,Part.  Fax  02-2594136 / 02-6615098 Phone 02-6615099 / 02-2594122 / 02-2586419 e-mail: sale@copper-coil.com
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Features:
Chassis mount
8 output formats in one unit
( Note :one format at a time )

Weight : 520 gms.
Dimensions in millimetres

4 5 6 7

1 2 3

5.00

COPPER  SIDE

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 24V 600 mA. 000309



A1

A3

B1

A2C1

B3

D2

No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

10.1V 3.00A. 9.0V 5 / 8 5-6 | 7-8 1 / 4
11.2V 3.00A. 10.1V 5 / 8 5-6 | 7-8 1 / 3
13.5V 3.00A. 12.3V 5 / 8 5-6 | 7-8 1 / 2
10.1V 1.50A. 9.0V 5 / 7 - 1 / 4
10.1V 1.50A. 9.0V 6 / 8 -
11.2V 1.50A. 10.1V 5 / 7 - 1 / 3
11.2V 1.50A. 10.1V 6 / 8 -
13.5V 1.50A. 12.3V 5 / 7 - 1 / 2
13.5V 1.50A. 12.3V 6 / 8 -
10.1-0-10.1V 1.50A. 9.0-0-9.0V 5 / 6 / 8 6-7 1 / 4
11.2-0-11.2V 1.50A. 10.1-0-10.1V 5 / 6 / 8 6-7 1 / 3
13.5-0-13.5V 1.50A. 12.3-0-12.3V 5 / 6 / 8 6-7 1 / 2
20.2V 1.50A. 18.1V 5 / 8 6-7 1 / 4
22.4V 1.50A. 20.3V 5 / 8 6-7 1 / 3
27.0V 1.50A. 24.7V 5 / 8 6-7 1 / 2

PIN# 1-2  25.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 10.00
A1 68.00
A2 60.00
A3 102.00
B1 86.00
B3 35.00
C1 65.00
D2 35.00

1

4

3

2

5

8

7

6
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Weight : 992 gms.
Dimensions in millimetres

5 6 7 8

1 2 3 4

5.0

COPPER  SIDE

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 9-12V 3000 mA.000310



No load (AC) Full load (AC) OUTPUT JUMPER INPUT(220V)
Voltage Current Voltage. Terminals  to connect Terminals

19.7V 1.40A. 17.8V 5 / 8 5-6 | 7-8 1 / 4
22.0V 1.40A. 20.0V 5 / 8 5-6 | 7-8 1 / 3
26.4V 1.40A. 24.2V 5 / 8 5-6 | 7-8 1 / 2
19.7V 0.70A. 17.8V 5 / 7 - 1 / 4
19.7V 0.70A. 17.8V 6 / 8 -
22.0V 0.70A. 20.0V 5 / 7 - 1 / 3
22.0V 0.70A. 20.0V 6 / 8 -
26.4V 0.70A. 24.2V 5 / 7 - 1 / 2
26.4V 0.70A. 24.2V 6 / 8 -
19.7-0-19.7V 0.70A. 17.8-0-17.8V 5 / 6 / 8 6-7 1 / 4
22.0-0-22.0V 0.70A. 20.0-0-20.0V 5 / 6 / 8 6-7 1 / 3
26.4-0-26.4V 0.70A. 24.2-0-24.2V 5 / 6 / 8 6-7 1 / 2
39.5V 0.70A. 35.6V 5 / 8 6-7 1 / 4
44.0V 0.70A. 40.0V 5 / 8 6-7 1 / 3
52.9V 0.70A. 48.5V 5 / 8 6-7 1 / 2

A1

A3

B1

A2C1

B3

D2

PIN# 1-2  25.00
PIN# 2-3 5.00
PIN# 3-4 5.00
PIN# 5-6 10.00
PIN# 6-7 15.00
PIN# 7-8 10.00
A1 68.00
A2 60.00
A3 102.00
B1 86.00
B3 35.00
C1 65.00
D2 35.00

1

4

3

2

5

8

7

6
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Weight : 992 gms.
Dimensions in millimetres

5 6 7 8

1 2 3 4

5.0

COPPER  SIDE

Features:
Chassis mount
12 output formats in one unit
( Note :one format at a time )

Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 18-24V 1400 mA.000311



Stcck Items Code Voltage ViewBack PrintOEM Products PanHome 6V 12.000 A. 000204

A01 A02
5
6
7
8

9
10
11
12

A03 A04
5
6
7
8

9
10
11
12

A05
5
6
7
8

9
10
11
12

A06
5
6
7
8

9
10
11
12

A07 A08 A09

5
6
7
8

9
10
11
12

A11
5
6
7
8

9
10
11
12

A12
5
6
7
8

9
10
11
12

A13
5
6
7
8

9
10
11
12

A14
5
6
7
8

9
10
11
12

A15

A10
5
6
7
8

9
10
11
12

5
6
7
8

9
10
11
12

5
6
7
8

9
10
11
12

( WEIGHT   1.62 Kgs. )

5
6
7
8

9
10
11
12

5
6
7
8

9
10
11
12

5
6
7
8

9
10
11
12

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
6.0V 3.0A 5.5V A01 5 | 6 1 | 4
6.0V 3.0A 5.5V 7 | 8
6.0V 3.0A 5.5V 9 | 10
6.0V 3.0A 5.5V 11 | 12
6.0V 12.0A 5.5V A02 5 | 12 1 | 4
6.0V 6.0A 5.5V A03 5 | 8 1 | 4
6.0V 6.0A 5.5V 9 | 12
6.0V 9.0A 5.5V A04 5 | 12 1 | 4
6.0V 3.0A 5.5V 11 | 12
6.0V 6.0A 5.5V A05 5 | 8 1 | 4
6.0V 3.0A 5.5V 9 | 10
6.0V 3.0A 5.5V 11 | 12
6.0V 6.0A 5.5V A06 5 | 8 1 | 4
12.0VCT 3.0A 11.0VCT 9 | 10 | 12
6.0V 3.0A 5.5V A07 5 | 6 1 | 4
18.0V 3.0A 16.5V 7 | 12
6.0V 6.0A 5.5V A08 5 | 8 1 | 4
12.0V 3.0A 11.0V 9 | 12
12.0VCT 3.0A 11.0VCT A09 5 | 7 | 8 1 | 4
12.0VCT 3.0A 11.0VCT 9 | 11 | 12
12.0V 3.0A 11.0V A10 5 | 8 1 | 4
12.0VCT 3.0A 11.0VCT 9 | 11 | 12
12.0V 3.0A 11.0V A11 5 | 8 1 | 4
12.0V 3.0A 11.0V 9 | 12
12.0V 6.0A 5.5V A12 5 | 12 1 | 4
12.0VCT 6.0A 11.0VCT A13 5 | 9 | 12 1 | 4
24.0V 3.0A 22.0V A14 5 | 12 1 | 4
24.0VCT 3.0A 22.0VCT A15 5 | 9 | 12 1 | 4
Primary  [ 20mA. No load ] [ 320mA. Full load ]

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
6.5V 3.0A 6.0V A01 5 | 6 1 | 3
6.5V 3.0A 6.0V 7 | 8
6.5V 3.0A 6.0V 9 | 10
6.5V 3.0A 6.0V 11 | 12
6.5V 12.0A 6.0V A02 5 | 12 1 | 3
6.5V 6.0A 6.0V A03 5 | 8 1 | 3
6.5V 6.0A 6.0V 9 | 12
6.5V 9.0A 6.0V A04 5 | 12 1 | 3
6.5V 3.0A 6.0V 11 | 12
6.5V 6.0A 6.0V A05 5 | 8 1 | 3
6.5V 3.0A 6.0V 9 | 10
6.5V 3.0A 6.0V 11 | 12
6.5V 6.0A 6.0V A06 5 | 8 1 | 3
13.0VCT 3.0A 12.0VCT 9 | 10 | 12
6.5V 3.0A 6.0V A07 5 | 6 1 | 3
19.5V 3.0A 18.0V 7 | 12
6.5V 6.0A 6.0V A08 5 | 8 1 | 3
13.0V 3.0A 12.0V 9 | 12
13.0VCT 3.0A 12.0VCT A09 5 | 7 | 8 1 | 3
13.0VCT 3.0A 12.0VCT 9 | 11 | 12
13.0V 3.0A 12.0V A10 5 | 8 1 | 3
13.0VCT 3.0A 12.0VCT 9 | 11 | 12
13.0V 3.0A 12.0V A11 5 | 8 1 | 3
13.0V 3.0A 12.0V 9 | 12
13.0V 6.0A 12.0V A12 5 | 12 1 | 3
13.0VCT 6.0A 12.0VCT A13 5 | 9 | 12 1 | 3
26.0V 3.0A 24.0V A14 5 | 12 1 | 3
26.0VCT 3.0A 24.0VCT A15 5 | 9 | 12 1 | 3
Primary  [ 30mA. No load ] [ 360mA.  Full load ]

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
7.0V 3.0A 6.5V A01 5 | 6 1 | 2
7.0V 3.0A 6.5V 7 | 8
7.0V 3.0A 6.5V 9 | 10
7.0V 3.0A 6.5V 11 | 12
7.0V 12.0A 6.5V A02 5 | 12 1 | 2
7.0V 6.0A 6.5V A03 5 | 8 1 | 2
7.0V 6.0A 6.5V 9 | 12
7.0V 9.0A 6.5V A04 5 | 12 1 | 2
7.0V 3.0A 6.5V 11 | 12
7.0V 6.0A 6.5V A05 5 | 8 1 | 2
7.0V 3.0A 6.5V 9 | 10
7.0V 3.0A 6.5V 11 | 12
7.0V 6.0A 6.5V A06 5 | 8 1 | 2
14.0CT 3.0A 13.0VCT 9 | 10 | 12
7.0V 3.0A 6.5V A07 5 | 6 1 | 2
21.0V 3.0A 19.5V 7 | 12
7.0V 6.0A 6.5V A08 5 | 8 1 | 2
14.0 3.0A 13.0V 9 | 12
14.0CT 3.0A 13.0VCT A09 5 | 7 | 8 1 | 2
14.0CT 3.0A 13.0VCT 9 | 11 | 12
14.0 3.0A 13.0V A10 5 | 8 1 | 2
14.0CT 3.0A 13.0VCT 9 | 11 | 12
14.0 3.0A 13.0V A11 5 | 8 1 | 2
14.0 3.0A 13.0V 9 | 12
14.0 6.0A 13.0V A12 5 | 12 1 | 2
14.0CT 6.0A 13.0VCT A13 5 | 9 | 12 1 | 2
28.0V 3.0A 26.0V A14 5 | 12 1 | 2
28.0VCT 3.0A 26.0VCT A15 5 | 9 | 12 1 | 2
Primary  [ 40mA. No load ] [ 400mA. Full load ]

000204 PCB Mountable Transformer with 45 Output Formats

Features:
Chassis mount
45 output formats in one unit
( Note :one format at a time )
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Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
11.0V 1.5A 10.0V A01 5 | 6 1 | 4
11.0V 1.5A 10.0V 7 | 8
11.0V 1.5A 10.0V 9 | 10
11.0V 1.5A 10.0V 11 | 12
11.0V 6.0A 10.0V A02 5 | 12 1 | 4
11.0V 3.0A 10.0V A03 5 | 8 1 | 4
11.0V 3.0A 10.0V 9 | 12
11.0V 4.5A 10.0V A04 5 | 12 1 | 4
11.0V 1.5A 10.0V 11 | 12
11.0V 3.0A 10.0V A05 5 | 8 1 | 4
11.0V 1.5A 10.0V 9 | 10
11.0V 1.5A 10.0V 11 | 12
11.0V 3.0A 10.0V A06 5 | 8 1 | 4
22.0VCT 1.5A 20.0VCT 9 | 10 | 12
11.0V 1.5A 10.0V A07 5 | 6 1 | 4
33.0V 1.5A 30.0V 7 | 12
11.0V 3.0A 10.0V A08 5 | 8 1 | 4
22.0V 1.5A 20.0V 9 | 12
22.0VCT 1.5A 20.0VCT A09 5 | 7 | 8 1 | 4
22.0VCT 1.5A 20.0VCT 9 | 11 | 12
22.0V 1.5A 20.0V A10 5 | 8 1 | 4
22.0VCT 1.5A 20.0VCT 9 | 11 | 12
22.0V 1.5A 20.0V A11 5 | 8 1 | 4
22.0V 1.5A 20.0V 9 | 12
22.0V 3.0A 20.0V A12 5 | 12 1 | 4
22.0VCT 3.0A 20.0VCT A13 5 | 9 | 12 1 | 4
44.0V 1.5A 40.0V A14 5 | 12 1 | 4
44.0VCT 1.5A 40.0VCT A15 5 | 9 | 12 1 | 4
Primary  [ 20mA. No load ] [ 290mA. Full load ]

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
12.0V 1.5A 11.0V A01 5 | 6 1 | 3
12.0V 1.5A 11.0V 7 | 8
12.0V 1.5A 11.0V 9 | 10
12.0V 1.5A 11.0V 11 | 12
12.0V 6.0A 11.0V A02 5 | 12 1 | 3
12.0V 3.0A 11.0V A03 5 | 8 1 | 3
12.0V 3.0A 11.0V 9 | 12
12.0V 4.5A 11.0V A04 5 | 12 1 | 3
12.0V 1.5A 11.0V 11 | 12
12.0V 3.0A 11.0V A05 5 | 8 1 | 3
12.0V 1.5A 11.0V 9 | 10
12.0V 1.5A 11.0V 11 | 12
12.0V 3.0A 11.0V A06 5 | 8 1 | 3
24.0VCT 1.5A 22.0VCT 9 | 10 | 12
12.0V 1.5A 11.0V A07 5 | 6 1 | 3
36.0V 1.5A 33.0V 7 | 12
12.0V 3.0A 11.0V A08 5 | 8 1 | 3
24.0V 1.5A 22.0V 9 | 12
24.0VCT 1.5A 22.0VCT A09 5 | 7 | 8 1 | 3
24.0VCT 1.5A 22.0VCT 9 | 11 | 12
24.0V 1.5A 22.0V A10 5 | 8 1 | 3
24.0VCT 1.5A 22.0VCT 9 | 11 | 12
24.0V 1.5A 22.0V A11 5 | 8 1 | 3
24.0V 1.5A 22.0V 9 | 12
24.0V 3.0A 22.0V A12 5 | 12 1 | 3
24.0VCT 3.0A 22.0VCT A13 5 | 9 | 12 1 | 3
48.0V 1.5A 44.0V A14 5 | 12 1 | 3
48.0VCT 1.5A 44.0VCT A15 5 | 9 | 12 1 | 3
Primary  [ 30mA. No load ] [ 320mA. Full load ]

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
13.0V 1.5A 12.0V A01 5 | 6 1 | 2
13.0V 1.5A 12.0V 7 | 8
13.0V 1.5A 12.0V 9 | 10
13.0V 1.5A 12.0V 11 | 12
13.0V 6.0A 12.0V A02 5 | 12 1 | 2
13.0V 3.0A 12.0V A03 5 | 8 1 | 2
13.0V 3.0A 12.0V 9 | 12
13.0V 4.5A 12.0V A04 5 | 12 1 | 2
13.0V 1.5A 12.0V 11 | 12
13.0V 3.0A 12.0V A05 5 | 8 1 | 2
13.0V 1.5A 12.0V 9 | 10
13.0V 1.5A 12.0V 11 | 12
13.0V 3.0A 12.0V A06 5 | 8 1 | 2
26.0VCT 1.5A 24.0VCT 9 | 10 | 12
13.0V 1.5A 12.0V A07 5 | 6 1 | 2
39.0V 1.5A 36.0V 7 | 12
13.0V 3.0A 12.0V A08 5 | 8 1 | 2
26.0V 1.5A 24.0V 9 | 12
26.0VCT 1.5A 24.0VCT A09 5 | 7 | 8 1 | 2
26.0VCT 1.5A 24.0VCT 9 | 11 | 12
26.0V 1.5A 24.0V A10 5 | 8 1 | 2
26.0VCT 1.5A 24.0VCT 9 | 11 | 12
26.0V 1.5A 24.0V A11 5 | 8 1 | 2
26.0V 1.5A 24.0V 9 | 12
26.0V 3.0A 24.0V A12 5 | 12 1 | 2
26.0VCT 3.0A 24.0VCT A13 5 | 9 | 12 1 | 2
52.0V 1.5A 48.0V A14 5 | 12 1 | 2
52.0VCT 1.5A 48.0VCT A15 5 | 9 | 12 1 | 2
Primary  [ 40mA. No load ] [ 350mA. Full load ]
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000205 PCB Mountable Transformer with 45 Output Formats

( WEIGHT   1.62 Kgs. )

Features:
Chassis mount
45 output formats in one unit
( Note :one format at a time )
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Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
16.5V 1.0A 15.0V A01 5 | 6 1 | 4
16.5V 1.0A 15.0V 7 | 8
16.5V 1.0A 15.0V 9 | 10
16.5V 1.0A 15.0V 11 | 12
16.5V 4.0A 15.0V A02 5 | 12 1 | 4
16.5V 2.0A 15.0V A03 5 | 8 1 | 4
16.5V 2.0A 15.0V 9 | 12
16.5V 3.0A 15.0V A04 5 | 12 1 | 4
16.5V 1.0A 15.0V 11 | 12
16.5V 2.0A 15.0V A05 5 | 8 1 | 4
16.5V 1.0A 15.0V 9 | 10
16.5V 1.0A 15.0V 11 | 12
16.5V 2.0A 15.0V A06 5 | 8 1 | 4
33.0VCT 1.0A 30.0VCT 9 | 10 | 12
16.5V 1.0A 15.0V A07 5 | 6 1 | 4
49.5V 1.0A 45.0V 7 | 12
16.5V 2.0A 15.0V A08 5 | 8 1 | 4
33.0V 1.0A 30.0V 9 | 12
33.0VCT 1.0A 30.0VCT A09 5 | 7 | 8 1 | 4
33.0VCT 1.0A 30.0VCT 9 | 11 | 12
33.0V 1.0A 30.0V A10 5 | 8 1 | 4
33.0VCT 1.0A 30.0VCT 9 | 11 | 12
33.0V 1.0A 30.0V A11 5 | 8 1 | 4
33.0V 1.0A 30.0V 9 | 12
33.0V 2.0A 30.0V A12 5 | 12 1 | 4
33.0VCT 2.0A 30.0VCT A13 5 | 9 | 12 1 | 4
66.0V 1.0A 60.0V A14 5 | 12 1 | 4
66.0VCT 1.0A 60.0VCT A15 5 | 9 | 12 1 | 4
Primary  [ 20mA. No load ] [ 290mA. Full load ]

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
18.0V 1.0A 16.5V A01 5 | 6 1 | 3
18.0V 1.0A 16.5V 7 | 8
18.0V 1.0A 16.5V 9 | 10
18.0V 1.0A 16.5V 11 | 12
18.0V 4.0A 16.5V A02 5 | 12 1 | 3
18.0V 2.0A 16.5V A03 5 | 8 1 | 3
18.0V 2.0A 16.5V 9 | 12
18.0V 3.0A 16.5V A04 5 | 12 1 | 3
18.0V 1.0A 16.5V 11 | 12
18.0V 2.0A 16.5V A05 5 | 8 1 | 3
18.0V 1.0A 16.5V 9 | 10
18.0V 1.0A 16.5V 11 | 12
18.0V 2.0A 16.5V A06 5 | 8 1 | 3
36.0VCT 1.0A 33.0VCT 9 | 10 | 12
18.0V 1.0A 16.5V A07 5 | 6 1 | 3
54.0V 1.0A 49.5V 7 | 12
18.0V 2.0A 16.5V A08 5 | 8 1 | 3
36.0V 1.0A 33.0V 9 | 12
36.0VCT 1.0A 33.0VCT A09 5 | 7 | 8 1 | 3
36.0VCT 1.0A 33.0VCT 9 | 11 | 12
36.0V 1.0A 33.0V A10 5 | 8 1 | 3
36.0VCT 1.0A 33.0VCT 9 | 11 | 12
36.0V 1.0A 33.0V A11 5 | 8 1 | 3
36.0V 1.0A 33.0V 9 | 12
36.0V 2.0A 33.0V A12 5 | 12 1 | 3
36.0VCT 2.0A 33.0VCT A13 5 | 9 | 12 1 | 3
72.0V 1.0A 66.0V A14 5 | 12 1 | 3
72.0VCT 1.0A 66.0VCT A15 5 | 9 | 12 1 | 3
Primary  [ 30mA. No load ] [ 320mA. Full load ]

Secondary N/LSecondary Full  load(AC) Secondary Primary
AC Voltage Current Voltage (Fig.) Pin# Pin#
19.5V 1.0A 18.0V A01 5 | 6 1 | 2
19.5V 1.0A 18.0V 7 | 8
19.5V 1.0A 18.0V 9 | 10
19.5V 1.0A 18.0V 11 | 12
19.5V 4.0A 18.0V A02 5 | 12 1 | 2
19.5V 2.0A 18.0V A03 5 | 8 1 | 2
19.5V 2.0A 18.0V 9 | 12
19.5V 3.0A 18.0V A04 5 | 12 1 | 2
19.5V 1.0A 18.0V 11 | 12
19.5V 2.0A 18.0V A05 5 | 8 1 | 2
19.5V 1.0A 18.0V 9 | 10
19.5V 1.0A 18.0V 11 | 12
19.5V 2.0A 18.0V A06 5 | 8 1 | 2
39.0VCT 1.0A 36.0VCT 9 | 10 | 12
19.5V 1.0A 18.0V A07 5 | 6 1 | 2
58.5V 1.0A 54.0V 7 | 12
19.5V 2.0A 18.0V A08 5 | 8 1 | 2
39.0V 1.0A 36.0V 9 | 12
39.0VCT 1.0A 36.0VCT A09 5 | 7 | 8 1 | 2
39.0VCT 1.0A 36.0VCT 9 | 11 | 12
39.0V 1.0A 36.0V A10 5 | 8 1 | 2
39.0VCT 1.0A 36.0VCT 9 | 11 | 12
39.0V 1.0A 36.0V A11 5 | 8 1 | 2
39.0V 1.0A 36.0V 9 | 12
39.0V 2.0A 36.0V A12 5 | 12 1 | 2
39.0VCT 2.0A 36.0VCT A13 5 | 9 | 12 1 | 2
78.0V 1.0A 72.0V A14 5 | 12 1 | 2
78.0VCT 1.0A 72.0VCT A15 5 | 9 | 12 1 | 2
Primary  [ 40mA. No load ] [ 350mA. Full load ]
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000206 PCB Mountable Transformer with 45 Output Formats

( WEIGHT   1.62 Kgs. )

Features:
Chassis mount
45 output formats in one unit
( Note :one format at a time )
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Home
Products (Code Index)
Voltage
Oem Products

  รหัส ขดไฟ จำนวนแบบ หน้า
CODE WINDING การปรับไฟ Page

(O/P Format)
000004 6V0.200AX2 12 5
000005 12V0.100AX2 12 6
000006 18V0.070AX2 12 7
000007 6V0.400AX2 12 8
000008 12V0.200AX2 12 9
000009 18V0.150AX2 12 10
000010 6V0.700AX2 12 12
000011 12V0.350AX2 12 13
000012 18V0.200AX2 12 14
000016 6V1.500AX2 12 16
000017 12V0.700AX2 12 17
000018 18V0.500AX2 12 18
000022 15V0.200AX2 12 15
000023 15V0.150AX2 12 11
000028 12V1.000AX2 12 19
000029 18V0.650AX2 12 20
000030-1 6V0.080AX2 8 21
000031-1 9V0.055AX2 8 22
000032-1 12V0.050AX2 8 23
000037-1 6V0.100AX2 8 24
000038-1 12V0.060AX2 8 25
000039-1 18V0.050AX2 8 26
000040 12V0.100AX2 8 27
000041 12V0.070AX2 8 28
000042 6V0.140AX2 8 29
000043 18V0.045AX2 8 30
000044 9V0.120AX2 8 31
000045 6V0.200AX2 8 32
000047 6V0.200AX2 8 33
000048 9V0.120AX2 8 34
000049 12V0.100AX2 8 35
000050 18V0.070AX2 8 36
000051 6V0.300AX2 8 37
000052 9V0.200AX2 8 38
000053 12V0.150AX2 8 39
000201 6V4.000AX2 12 59
000202 12V2.200AX2 12 60
000203 18V1.500AX2 12 61
000204 6V3.000AX4 45 88
000205 12V1.500AX4 45 89
000206 18V1.000AX4 45 90
000207 6V6.000AX2 12 62
000208 12V3.100AX2 12 63

  รหัส ขดไฟ จำนวนแบบ หน้า
CODE WINDING การปรับไฟ Page

(O/P Format)
000209 18V2.000AX2 12 64
000210 6V10.000AX2 12 65
000211 12V5.000AX2 12 66
000212 18V3.000A X2 12 67
000217 12V6.300AX2 12 68
000218 25V3.100AX2 12 69
000219 38V2.200AX2 12 70
000301 9V0.250AX2 8 77
000302 12V0.200AX2 8 78
000303 18V0.140AX2 8 79
000304 9V0.450AX2 8 80
000305 12V0.350AX2 8 81
000306 18V0.250AX2 8 82
000307 12V0.600AX2 8 83
000308 18V0.400AX2 8 84
000309 24V0.300AX2 8 85
000310 12V1.500AX2 12 86
000311 24V0.700AX2 12 87
000401 9V0.300AX2 8 71
000402 12V0.220AX2 8 72
000403 18V0.150AX2 8 73
000404 12V0.600AX2 8 74
000405 18V0.400AX2 8 75
000406 24V0.300AX2 8 76
100007 9V0.350AX2 16 40
100008 12V0.275AX2 16 41
100009 18V0.17AX2 16 42
100010 9V0.500AX2 12 43
100011 12V0.350AX2 12 44
100012 24V0.220AX2 12 45
100030-1 6V0.100AX2 4 46
100031-1 9V0.070AX2 4 47
100032-1 12V0.050AX2 4 48
100033 6V0.150AX2 4 49
100034 9V0.090AX2 4 50
100035-2 12V0.070AX2 4 51
100036 6V0.300AX2 8 52
100037 9V0.200AX2 8 53
100038 12V0.150AX2 8 54
100039 15V0.030AX2 4 55
100050 12V1.500AX2 12 56
100051 18V1.000AX2 12 57
100052 24V0.750AX2 12 58

View Back



ขดไฟ รหัส จำนวนแบบ หน้า
WINDING CODE การปรับไฟ Page

(O/P Format)
06V 0.160A 000030-1  8 21
06V 0.200A 000037-1  8 24
06V 0.200A 100030-1  4 46
06V 0.280A 000042  8 29
06V 0.300A 100033 4 49
06V 0.400A 000004  12 5
06V 0.400A 000045 8 32
06V 0.400A 000047 8 33
06V 0.600A 100036 8 52
06V 0.600A 000051 8 37
06V 0.800A 000007 12 8
06V 1.400A 000010  12 12
06V 3.000A 000016  12 16
06V 8.000A 000201  12 59
06V 12.000A 000204  45 88
06V 12.000A 000207  12 62
06V 20.000A 000210  12 65
09V 0.110A 000031-1  8 22
09V 0.140A 100031-1  4 47
09V 0.180A 100034 4 50
09V 0.240A 000044 8 31
09V 0.240A 000048 8 34
09V 0.400A 000052 8 38
09V 0.400A 100037 8 53
09V 0.500A 000301 8 77
09V 0.600A 000401 8 71
09V 0.700A 100007 16 40
09V 0.900A 000304 8 80
09V 1.000A 100010 12 43
12V 0.100A 000032-1  8 23
12V 0.100A 100032-1  4 48
12V 0.120A 000038-1  8 25
12V 0.140A 000041  8 28
12V 0.140A 100035-2 4 51
12V 0.200A 000005 12 6
12V 0.200A 000049 8 35
12V 0.200A 000040  8 27
12V 0.300A 000053 8 39
12V 0.300A 100038 8 54
12V 0.400A 000008  12 9
12V 0.400A 000302 8 78
12V 0.440A 000402 8 72
12V 0.550A 100008 16 41

ขดไฟ รหัส จำนวนแบบ หน้า
WINDING CODE การปรับไฟ Page

(O/P Format)
12V 0.700A 000011 12 13
12V 0.700A 000305 8 81
12V 0.700A 100011 12 44
12V 1.200A 000307 8 83
12V 1.200A 000404 8 74
12V 1.400A 000017 12 17
12V 2.000A 000028 12 19
12V 3.000A 000310 12 86
12V 3.000A 100050 12 56
12V 4.400A 000202 12 60
12V 6.000A 000205 45 89
12V 6.200A 000208 12 63
12V 10.000A 000211 12 66
12V 12.600A 000217 12 68
15V 0.060A 100039 4 55
15V 0.300A 000023 12 11
15V 0.400A 000022 12 15
18V 0.100A 000039-1 8 26
18V 0.090A 000043 8 30
18V 0.140A 000006 12 7
18V 0.140A 000050 8 36
18V 0.280A 000303 8 79
18V 0.300A 000009 12 10
18V 0.300A 000403 8 73
18V 0.340A 100009 16 42
18V 0.400A 000012 12 14
18V 0.500A 000306 8 82
18V 0.800A 000308 8 84
18V 0.800A 000405 8 75
18V 1.000A 000018 12 18
18V 1.300A 000029 12 20
18V 2.000A 100051 12 57
18V 3.000A 000203 12 61
18V 4.000A 000206 45 90
18V 4.000A 000209 12 64
18V 6.000A 000212 12 67
24V 0.440A 100012 12 45
24V 0.600A 000309 8 85
24V 0.600A 000406 8 76
24V 1.400A 000311 12 87
24V 1.500A 100052 12 58
25V 6.200A 000218 12 69
38V 4.400A 000219 12 70

(Voltage Index)
Home
Products
Code
Oem Products
View Back



P.C.B.Mount Standard Version
P.C.B.Mount with Cover Version
P.C.B.Mount Potting Version
Standard Terminal or Cable with Cover Version
Standard Terminal or Cable Version
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 บางกอกทรานสเท็ค  Bangkok Transtek
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VVVVVersion C2003-1ersion C2003-1ersion C2003-1ersion C2003-1ersion C2003-1

Home
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Home
Oem first page SIZE (PCB) VA Rating Page

EI025X0067P 0.1-0.2 95
EI030X0050B 0.2-0.5 97
EI030X0050P 0.2-0.5 96
EI030X0105B 0.6-0.8 97
EI030X0105P 0.6-0.8 96
EI030X0125B 0.8-1.2 97
EI030X0125P 0.8-1.2 96
EI030X0155B 1.5-1.7 97
EI030X0155P 1.5-1.7 96
EI030X0180B 1.8-2.0 97
EI030X0180P 1.8-2.0 96
EI038X0075B 0.8-1.0 98
EI038X0075C 0.8-1.0 100
EI038X0075P 0.8-1.0 99
EI041X0085P 2.0-2.5 104
EI038X0136B 1.5-2.0 98
EI038X0136C 1.5-2.0 100
EI038X0136P 1.5-2.0 99
EI038X0145P 2.0-4.0 105
EI038X0148B 3.0-4.5 107
EI038X0148P 3.0-4.5 106
EI038X0165P 3.0-5.0 108
EI038X0200C 2.0-3.0 100
EI038X0200P 2.0-3.0 99
EI041X0075C 0.8-1.0 102
EI041X0075P 0.8-1.0 101
EI041X0100P 1.2-2.0 103
EI041X0136C 1.5-2.0 102
EI041X0136P 1.5-2.0 101
EI041X0200C 2.0-3.0 102
EI041X0200P 2.0-3.0 101
EI048X0168B 5.0-7.0 111
EI048X0168C 5.0-7.0 110
EI048X0168P 5.0-7.0 109
EI048X0208B 6.0-10.0 111
EI048X0208C 6.0-10.0 110
EI048X0208P 6.0-10.0 109
EI054X0188B 7.0-10.0 113
EI054X0188C 7.0-10.0 114
EI054X0188P 7.0-10.0 112
EI054X0254C 12.0-15.0 114
EI054X0254P 12.0-15.0 112
EI060X0210B 15.0-18.0 116
EI060X0210P 15.0-18.0 116
EI060X0330P 25.0-30.0 115
EI066X0230B 22.0-28.0 118
EI066X0230P 22.0-28.0 117
EI066X0354B 40.0-50.0 119
EI066X0354P 40.0-50.0 117

SIZE (Standard) VA Rating Page
EI035X0095S 0.8-2.0 121
EI035X0105S 1.0-2.5 121
EI041X0140S 2.0-3.5 122
EI041X0145S 2.5-4.0 122
EI048X0160S 4.0-6.5 123
EI048X0168S 4.0-7.0 123
EI054X0188S 8.0-10.0 124
EI054X0254S 12.0-15.0 124
EI057X0190S 10.0-12.0 125
EI057X0254S 14.0-17.0 125
EI066X0230S 22.0-28.0 126
EI066X0320S 40.0-50.0 126
EI076X0254S 30.0-40.0 127
EI076X0320S 50.0-60.0 127
EI076X0381S 55.0-65.0 127
EI085X0295S 50.0-65.0 128
EI085X0435S 80.0-100.0 128
EI096X0254S 50.0-70.0 129
EI096X0318S 70.0-90.0 129
EI096X0357CS 80.0-100.0 130
EI096X0381S 100.0-120.0 129
EI096X0457CS 130.0-150.0 130
EI096X0445S 140.0-160.0 129
EI096X0508S 150.0-180.0 129
EI096X0670S 200.0-230.0 129
EI096X0762S 240.0-280.0 129
EI096X1016S 300.0-350.0 129
EI114X0381S 200.0-220.0 131
EI114X0444S 240.0-260.0 131
EI114X0508S 320.0-350.0 131
EI114X0635S 370.0-400.0 131
EI114X0762S 410.0-440.0 131
EI133X0444S 400.0-450.0 132
EI133X0508S 550.0-600.0 132
EI133X0571S 620.0-670.0 132
EI133X0635S 700.0-750.0 132
EI133X0762S 780.0-820.0 132
EI152X0660S 800.0-850.0 133
EI152X0800S 900.0-1000.0 133
EI152X1000S 1200.0-1300.0 133
EI162X0571S 850.0-900.0 134
EI162X0635S 950.0-1000.0 134
EI162X0762S 1000.0-1200.0 134
EI162X0889S 1600.0-1750.0 134
EI162X1016S 1850.0-2000.0 134
--------------------------------------------------------------------
UI048X0170P 120
UI048X0260P 120
TERMINAL 135

Stock Items



Code EI025.4X0067P
VA Rating 0.2
Height 20.50
Weight.(Approx) 0.030
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option

15
.24

25.40

19
.18 1 2 3 4 5

3 4 5 6
5.08

10 9 8 7 6

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).
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COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

Code EI030X0050P EI030X0105P EI030X0125P EI030X0155P EI030X0180P
VA Rating 0.2-0.5 0.6-0.8 0.8-1.2 1.5-1.7 1.8-2.0
Height (mm.) 14.75 23.00 25.00 28.00 30.50
Weight.(Approx) 0.040 0.060 0.070 0.080 0.100
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding / Standard  and Low Profile Version
Lamination  Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

Low Profile Version
Height (mm.) 21.00 23.00 26.00 28.50

30.00

25
.00

20
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00
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COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

Code EI030X0050B EI030X0105B EI030X0125B EI030X0155B EI030X0180B
VA Rating 0.2-0.5 0.6-0.8 0.8-1.2 1.5-1.7 1.8-2.0
Height (mm.) 15.50 25.30  27.30 30.30 32.80
Weight.(Approx) 0.060 0.080 0.100 0.110 0.120
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding with Potting Box
Lamination Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

Low Profile Version
Height (mm.) 23.30 25.30 28.30 30.80

33.00

28
.00

20
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00
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Code EI038X0075B EI038X0136B
VA Rating 0.8~1.0 1.5~2.0
Height (mm.) 21.10 27.20
Weight.(Approx) 0.085 0.135
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding with Potting Box
Lamination Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

34
.80

41.20

25
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).
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COPPER SIDE
ACTUAL SIZE
UNIT IN mm.

32
.00

38.40

25
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00

Code EI038X0075P EI038X0136P EI038X0200P
VA Rating 0.8~1.0 1.5~2.0 2.0-3.0
Height (mm.) 21.70 27.80 34.20
Weight.(Approx) 0.070 0.120 0.170
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff
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Code EI038X0075C EI038X0136C EI038X0200C
VA Rating 0.8~1.0 1.5~2.0 2.0~3.0
Height (mm.) 23.50 29.50 36.00
Weight.(Approx) 0.075 0.125 0.175
Coilform  30% Glass filled Nylon 66
Package Feature Double Section Winding with Cover
Lamination Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE
UNIT IN mm.

32
.00

38.40

25
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00
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Code EI041X0075P EI041X0136P EI041X0200P
VA Rating 0.8~1.0 1.5~2.0 2.0~3.0
Height (mm.) 21.70 27.80 34.20
Weight.(Approx) 0.085 0.130 0.190
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

33
.00

41.00

25
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00
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Code EI041X0075C EI041X0136C EI041X0200C
VA Rating 0.8~1.0 1.5~2.0 2.0~3.0
Height (mm.) 21.70 27.80 34.20
Weight.(Approx) 0.095 0.140 0.200
Coilform  30% Glass filled Nylon 66
Package Feature Double Section Winding with Cover
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001 ( Page 32 )
Option Standard Thermal Cutoff ( Page 31 )

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

33
.00

41.00

25
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00
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Code EI041X0100P
VA Rating 1.2~2.0
Height (mm.) 20.00
Weight.(Approx) 0.110
Coilform  PBT
Package Feature Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

33
.00

41.00
5.2

6.2

6.2

6.218.7

1.0
1 2 3 4

8 7 6 5

18.7

25
.60

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).
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Code EI041X0085P
VA Rating 2.0~2.5
Height (mm.) 23.70
Weight.(Approx) 0.100
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

33
.00

25
.00

+5
%1 2 3 4 5

10 9 8 7 6

5.00 5.007.507.50

41.00
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Code EI041X0145P
VA Rating 2.0~4.0
Height (mm.) 30.50
Weight.(Approx) 0.150
Coilform  30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

33
.00

41.00

22
.86

+5
%1 2 3 4 5

10 9 8 7 6

5.08
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Code EI041X0148P
VA Rating 3.0~4.5
Height (mm.) 29.70
Weight.(Approx) 0.160
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

33
.00

41.00

25
.00

+5
%1 2 3 4 5 6

12 11 10 9 8 7

5.00
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Code EI041X0148B
VA Rating 3.0~4.5
Height (mm.) 31.50
Weight.(Approx) 0.190
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

38
.50

45.50

1 2 3 4 5 6

25
.00

+5
%

12 11 10 9 8 7

5.00
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Code EI041X0165P
VA Rating 3.0~5.0
Height (mm.) 33.20
Weight.(Approx) 0.185
Coilform PBT
Package Feature Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal   ( Page 32 )
Option Standard Thermal Cutoff

33
.00

41.00

31
.80

6.35 6.358.68

8 7 6 5

1 2 3 4

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).
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Code EI048X0168P EI048X0208P
VA Rating 5.0~7.0 6.0~10.0
Height (mm.) 32.60 36.60
Weight.(Approx) 0.255 0.320
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

40
.00

48.00

1 2 3 4 5 6

 12 11 10 9 8 7

5.00

27
.50

+5
%
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Code EI048X0168C EI048X0208C
VA Rating 5.0~7.0 6.0~10.0
Height (mm.) 34.50 38.50
Weight.(Approx) 0.260 0.330
Coilform 30% Glass filled Nylon 66
Package Feature Double Section Winding with Cover
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

40
.00

48.00

1 2 3 4 5 6

 12 11 10 9 8 7

5.00

27
.50

+5
%
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Code EI048X0168B EI048X0208B
VA Rating 5.0~7.0 6.0~10.0
Height (mm.) 34.50 38.20
Weight.(Approx) 0.280 0.370
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding with Potting Box
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

43
.00

51.00

1 2 3 4 5 6

 12 11 10 9 8 7

5.00

27
.50

+5
%
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Code EI054X0188P EI054X0254P
VA Rating  7.0~10.0 12.0~15.0
Height (mm.) 37.00 43.70
Weight.(Approx) 0.370 0.500
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

45
.00

54.00

1 2 3 4 5 6 7

14 13 12 11 10 9 8

5.00

30
.00

+5
%
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Code EI054X0188B
VA Rating 7.0~10.0
Height (mm.) 39.50
Weight.(Approx) 0.410
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding with Potting Box
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

47
.50

56.50

1 2 3 4 5 6 7

14 13 12 11 10 9 8

5.00
COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

30
.00

+5
%
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Code EI054X0188C EI054X0254C
VA Rating  7.0~10.0 12.0~15.0
Height (mm.)  38.50 45.20
Weight.(Approx) 0.380 0.510
Coilform 30% Glass filled Nylon 66
Package Feature Double Section Winding with Cover
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal TM-001
Option Standard Thermal Cutoff

COPPER SIDE
ACTUAL SIZE

UNIT IN mm./Weight in Kg(s).

45
.00

54.00

30
.00

+5
%1 2 3 4 5 6 7

14 13 12 11 10 9 8

5.00
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Code EI060X0210P EI060X0330P
VA Rating 15.0~18.0 25.0~30.0
Height (mm.) 42.20 54.20
Weight.(Approx)  0.520 0.750
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal  TM-003
Option Standard Thermal Cutoff

50
.00

60.00

32
.50

+5
%

1 2 3 4 5 6 7

14 13 12 11 10 9 8

5.00

COPPER  SIDE
Unit in mm.
Actual Size
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Code EI060X0210B
VA Rating 15.0~18.0
Height (mm.) 45.50
Weight.(Approx) 0.570
Coilform 30% Glass filled Nylon 66
Package Feature Double Section Winding with potting Box
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal  TM-001
Option Standard Thermal Cutoff

53
.70

63.70

32
.50

+5
%

1 2 3 4 5 6 7

14 13 12 11 10 9 8

5.00

COPPER  SIDE
Unit in mm.

Weight in Kg.
Actual Size

48.00
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Code EI066X0230P EI066X0345P
VA Rating 22.0~28.0 40.0~50.0
Height (mm.) 46.00 57.50
Weight.(Approx) 0.680 0.900
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal  TM-004
Option Standard Thermal Cutoff

55
.00

66.00

35
.00

+5
%

1 2 3 4 5 6 7 8

16 15 14 13 12 11 10 9

5.00

COPPER  SIDE
Unit in mm.
Actual Size
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Code EI066X0230B
VA Rating 22.0~28.0
Height (mm.) 49.00
Weight.(Approx) 0.750
Coilform 30% Glass filled Nylon 66
Package Feature Double Section Winding with Potting Box
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal  TM-001
Option Standard Thermal Cutoff

59
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Code EI066X0345B
VA Rating 40.0~50.0
Height (mm.) 61.50
Weight.(Approx) 1.100
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding with Potting Box
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal  TM-001
Option Standard Thermal Cutoff

78.0

48.0

1 2 3 4 5 6 7 8

16 15 14 13 12 11 10 9

COPPER  SIDE
Unit in mm.
Actual Size

35.0+5%

88.0

71.0

UNIT IN mm./Weight in Kg(s).
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Code UI048X0170B UI048X0260B
VA Rating 25.0~35.0 40.0~50.0
Height (mm.) 38.00 48.00
Weight.(Approx) 1.100
Coilform 30% Glass filled Nylon 66
Package Feature Single or Double Section Winding with Potting Box
Lamination Annealed Grain Oriented ( 35RG155 )
Terminal  TM-001
Option Standard Thermal Cutoff
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Code EI035X0095S EI035X0105S
VA Rating 0.8~2.2 1.0~2.5
A1 37.50
A3 54.50
B1 46.00
B3 12.00 12.00
C1 27.00 27.10
Height 32.00
Weight.(Approx) 0.090 0.100
Coilform 30% Glass filled Nylon 66
Package Feature Single Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal Standard Cable
Option Standard Thermal Cutoff

UNIT IN mm./Weight in Kg(s).
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Code EI041X0140S EI041X0145S
VA Rating 2.0~3.5 2.5~4.0
A1 44.00
A3 64.00
B1 52.00
B3 17.00 17.00
C1
Height 36.50
Weight.(Approx) 0.180 0.190
Coilform 30% Glass filled Nylon 66
Package Feature Single Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal Standard Cable
Option Standard Thermal Cutoff

UNIT IN mm./Weight in Kg(s).
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Code EI048X0160S EI048X0168S
VA Rating  4.0~6.5 4.2~7.0
A1 50.50
A3 73.00
B1 62.00
B3 19.00
C1 35.00
Height 43.50
Weight.(Approx) 0.280 0.300
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( 50RM470 ) / Annealed Grain Oriented ( 35RG155 )
Terminal Standard Cable or Terminal Type T004/T006/T007 on some models
Option Standard Thermal Cutoff

UNIT IN mm./Weight in Kg(s).
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Code EI054X0188S EI054X0254S
VA Rating 8.0~10.0 12.0~15.0
A1 57.00
A3 80.00
B1 68.00
B3 21.50 29.00
C1
Height 49.00
Weight.(Approx) 0.420 0.520
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 )
Terminal Standard Cable or Terminal Type T004/T006/T007/T009
Option Standard Thermal Cutoff

UNIT IN mm./Weight in Kg(s).
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UNIT IN mm./Weight in Kg(s).

Code EI057X0190S EI057X0254S
VA Rating 10.0~12.0 14.0~17.0
A1 60.00
A3 80.00
B1 68.50
B3 22.50 27.50
C1
Height 51.50
Weight.(Approx) 0.440 0.570
Coilform 30% Glass filled Nylon 66
Package Feature Single Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 ) / Grain Oriented ( 35RG155 )
Terminal Standard Cable or Terminal Type T008
Option Standard Thermal Cutoff
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Code EI066X0230S EI066X0320S
VA Rating 22.0~28.0 40.0~50.0
A1 68.00
A3 102.00
B1 86.00
B3 24.00 35.00
C1 49.00 58.00
Height 60.00
Weight.(Approx) 0.700 1.000
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 ) / Grain Oriented ( 35RG155 )
Terminal Standard Cable or Terminal Type T004/T005/T007/T009
Option Standard Thermal Cutoff

UNIT IN mm./Weight in Kg(s).
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Code EI076X0254S EI076X0320S EI076X0381S
VA Rating 30.0~40.0 50.0~60.0 55.0~65.0
A1 78.00
B1 62.00
B2 42.00 48.60 54.70
B3 54.20 61.20 67.30
C1 60.10 59.00 68.50
C2 25.00 32.00 38.10
Height 65.00
Weight.(Approx) 1.100 1.300 1.700
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 ) / Grain Oriented ( 35RG155 )
Terminal Standard Cable or Terminal Type T004/T006/T007/T008/T009/T010 on some models
Option Standard Thermal Cutoff
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Code EI085X0295S EI085X0435S
VA Rating  50.0~65.0 80.0~100.0
A1 89.00
B1  62.00
B2 48.60 58.50
B3 60.00 72.00
C1 61.00 75.00
C2 40.70 54.70
Height 75.00
Weight.(Approx) 1.620 2.300
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 )
Terminal Standard Cable or Terminal Type T004/T005/T007/T009/T010
Option Auto ResetableThermal Cutoff / Standard Thermal Cutoff ( Page 31 )
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Code EI096X0254S EI096X0318S EI096X0381S EI096X0445S EI096X0508S EI096X0670S EI096X0762S EI096X1016S
VA Rating 50.0~70.0 70.0~90.0 100.0~120.0 140.0~160.0 150.0~180.0 200.0~230.0 240.0~280.0 300.0~350.0
A1 97.00
B1 80.00
B2 55.40 61.80 68.10 74.50 80.80 97.00 102.00 131.60
B3 66.40 73.80 80.10 86.50 92.80 109.00 114.00 143.60
C1 60.40 66.60 72.95 79.38 85.65 105.00 115.00 140.00
C2 25.40 31.80 38.10 44.50 50.80 67.00 72.00 101.60
Height 80.00
Weight.(Approx) 1.800 2.200 2.600 3.000 3.200 4.000 4.700 6.000

Coilform 30% Glass filled Nylon 66 Nylon 66  PBT
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 ) / Grain Oriented ( 35RG155 )
Terminal Standard Cable or Terminal Type T004/T005/T007/T009/T010/T012-1/T012-2 on some models
Option Auto ResetableThermal Cutoff / Standard Thermal Cutoff

TOP VIEW
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B2 B3C1
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C2

UNIT IN mm./Weight in Kg(s).
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Code EI096X0357CS EI096X0457CS
VA Rating 80.0-100.0 130.0-150.0
A1 97.00
B1 80.00
B2 63.70 73.70
B3 75.70 85.70
C1 72.20 82.20
C2 35.70 45.70
Height 80.00
Weight.(Approx) 2.500 3.000
Coilform 30% Glass filled Nylon 66
Package Feature Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 ) / Grain Oriented ( 35RG155 )
Terminal Standard Cable or Terminal Type T004/T005/T007/T009/T010/T012-1/T012-2 on some models
Option Auto ResetableThermal Cutoff / Standard Thermal Cutoff
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UNIT IN mm./Weight in Kg(s).
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Code EI114X0381S EI114X0444S EI114X0508S EI114X0635S EI114X0762S
VA Rating  200~220 240~260 320~350 370~400 410~440
A1 116.00
B1 84.00
B2 54.10 60.40 66.80 79.50 92.20
B3 74.10 80.40 86.80 99.50 112.20
C1 91.50 97.80 104.20 117.00 130.00
C2 74.10 80.40 86.80 99.50 112.20
Height 98.00
Weight.(Approx) 3.700 4.000 4.500 5.500 6.600
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 )
Terminal Standard Cable or Terminal Type T012-1/T012-2
Option Auto ResetableThermal Cutoff / Standard Thermal Cutoff ( Page 31 )
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Code EI133X0444S EI133X0508S EI133X0571S EI133X0635S EI133X0762S
VA Rating 400~450 550~600 620~670 700~750 780~820
A1 134.00
B1 106.00
B2 94.40 100.10 107.10 113.50 126.20
B3 116.40 122.80 129.10 135.50 148.20
C1 107.20 113.60 120.00 126.30 139.00
C2 44.40 50.80 57.10 63.50 76.20
Height 115.00
Weight.(Approx) 5.900 6.900 7.600 8.000 9.300
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 )
Terminal Standard Cable or Terminal Type T012-1/T012-2
Option Auto ResetableThermal Cutoff
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Code EI152X0660S EI152X800S EI152X1000S
VA Rating  800~850 900~1000 1200~1300
A1 155.00
B1 112.00
B2 96.00 110.00 130.00
B3 130.00 144.00 164.00
C1 125.00 140.00 160.00
C2 130.00 144.00 164.00
Height 130.00
Weight.(Approx) 11.500 13.000 15.600
Coilform 30% Glass filled Nylon 66
Package Feature Single Section Winding
Lamination Standard ( 50RM470 ) / Annealed Standard ( RM470 )
Terminal Standard Cable
Option Auto ResetableThermal Cutoff
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Code EI162X0571S EI162X0635S  EI162X0762S EI162X0889S EI162X1016S
VA Rating  850~900 950~1000 1000~1200 1600~1750 1850~2000
A1 162.00
B1 135.00
B2 99.10 105.50 118.20 130.10 143.60
B3 131.10 137.50 150.20 163.00 175.60
C1 121.00 126.50 139.50 152.00 165.00
C2 5.71 6.35 7.62 8.89 10.16
Height  136.50
Weight.(Approx) 10.500 12.000 14.000 16.000 18.000
Coilform 30% Glass filled Nylon 66
Package Feature Single Section or Double Section Winding
Lamination Annealed Standard ( RM470 )
Terminal Standard Cable or Terminal Type T012-1/T012-2
Option Auto ResetableThermal Cutoff
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TM010

TM009

TM008

TM007

TM006

TM005

TM004

TM003

TM002

TM001

Type TM012-1 / TM012-2
Voltage Rating 600 V.
Current Rating 32 A.(EN61 558)
Continuous Temp. 100 º C
Short-time Temp. 160 º C
Conductor Size Ø 0.5-4.0 mm.
Stripping Length 7-7.5 mm.
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