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REV DATE MODIFICATION DESCRIPTION CHANGE
A0 2016/04/05 NEW DRAWING
UL&CSA GRADE: \
S UL Style........2651 RoHS
q Rate Temperature........ —20°C to 105°C
I Rate Voltage........ Max 300V
A Flame Test........ VW—-1
IS
& CSA Standard........ C22.2 NO.210.2
AS Rate Temperature........ -20°C to 105°C
) N Rate Voltage........ Max 300V
red line A Flame Test.......FT1.FT2
\Q)
) Physical Property:
§ Stranded Conductor
o) AWG Size........ 28AWG
N Material of Insulation........ Polyvinyl Chloride(PVC)
S ) . .
g Insulation thickness average........ 9 mil
o ~ Print: PUYER A« AWM 2651 28AWG E350147 105°C 300V VW-1 -LF-
S ey
N /-
S . .
] NVNNNNNYINSINTY Ordering Information
FC 1 2651-28 XX 0765 01
1.2710.05 Conductor(28AWG 7/0127i0005)
——Pitch:1.27xNo.of Positions—1.2710.1 Pitch No.of Pins Length
1=1.27 4P~64P 0765 =76.5m/Reel
Width:1.27xNo.of Positions£0.15——
|
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o OPERATION | SCALE| NTS | TimiE: 1.27mm Flat Cable AWM2651 28AWG
DRAW avi
XX 40.30 UNIT mm PRODUCT CUSTOMER DRAWING
PART NO. DOC PART REVISION
CHECK - |anna oo | e FC12651-28XK076501| oot %0
Angle | £3° | ™ro aveie procecrion | CUSTOMER PART NO. CUSTOMER SHEET NUMBER
APPROVE [y Dllv? oL | @ =F 1 OF 1
1 2 3 4 6 | 7 | 8 9




